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PROPOSED CHANGE

A.1.3
Roles

Table A.2: Roles

	Item
	Roles
	Reference
	RFC status
	Profile status

	1
	User agent
	[26]
	o.1
	o.1

	2
	Proxy 
	[26]
	o.1
	o.1

	o.1:
It is mandatory to support exactly one of these items.

	NOTE:
For the purposes of the present document it has been chosen to keep the specification simple by the tables specifying only one role at a time. This does not preclude implementations providing two roles, but an entirely separate assessment of the tables shall be made for each role.


Table A.3: Roles specific to this profile

	Item
	Roles
	Reference
	RFC status
	Profile status

	1
	UE
	5.1
	n/a
	o.1

	2
	P-CSCF
	5.2
	n/a
	o.1

	3
	I-CSCF
	5.3
	n/a
	o.1

	3A
	I-CSCF (THIG)
	5.3
	n/a
	c1

	4
	S-CSCF
	5.4
	n/a
	o.1

	5
	BGCF
	5.6
	n/a
	o.1

	6
	MGCF
	5.5
	n/a
	o.1

	7
	AS
	5.7
	n/a
	o.1

	7A
	AS acting as terminating UA, or redirect server
	5.7.2
	n/a
	c2

	7B
	AS acting as originating UA
	5.7.3
	n/a
	c2

	7C
	AS acting as a SIP proxy
	5.7.4
	n/a
	c2

	7D
	AS performing 3rd party call control
	5.7.5
	n/a
	c2

	8
	MRFC
	5.8
	n/a
	o.1

	9
	IMS-ALG
	5.9
	n/a
	o.1

	10
	Additional routeing functionality
	Annex I
	n/a
	c3

	11
	E-CSCF
	5.11
	n/a
	o.1

	c1:
IF A.3/3 THEN o ELSE x - - I-CSCF.

c2:
IF A.3/7 THEN o.2 ELSE n/a - - AS.

c3:
IF A.3/3 OR A.3/4 OR A.3/5 OR A.3/6 OR A.3/9 THEN o ELSE o.1 - - I-CSCF, S-CSCF, BGCF, MGCF, IBCF.
o.1:
It is mandatory to support exactly one of these items. 

o.2:
It is mandatory to support at least one of these items.

	NOTE:
For the purposes of the present document it has been chosen to keep the specification simple by the tables specifying only one role at a time. This does not preclude implementations providing two roles, but an entirely separate assessment of the tables shall be made for each role.


Table A.3A: Roles specific to additional capabilities

	Item
	Roles
	Reference
	RFC status
	Profile status

	1
	Presence server
	3GPP TS 24.141 [8A]
	n/a
	c1

	2
	Presence user agent
	3GPP TS 24.141 [8A]
	n/a
	c2

	3
	Resource list server
	3GPP TS 24.141 [8A]
	n/a
	c3

	4
	Watcher
	3GPP TS 24.141 [8A]
	n/a
	c4

	11
	Conference focus
	3GPP TS 24.147 [8B]
	n/a
	c5

	12
	Conference participant
	3GPP TS 24.147 [8B]
	n/a
	c6

	21
	CSI User Agent
	3GPP TS 24.279
[8D]
	n/a
	c7

	c1:
IF A.3/7A AND A.3/7B THEN o ELSE n/a - - AS acting as terminating UA, or redirect server and AS acting as originating UA.

c2:
IF A.3/1 THEN o ELSE n/a - - UE.

c3:
IF A.3/7A THEN o ELSE n/a - - AS acting as terminating UA, or redirect server.

c4:
IF A.3/1 OR A.3/7B THEN o ELSE IF A.3/9 THEN m ELSE n/a - - UE or AS acting as originating UA.

c5:
IF A.3/7D AND A.3/4 AND A.3/8 THEN o ELSE n/a - - AS performing 3rd party call control and S-CSCF and MRFC (note 2).

c6:
IF A.3/1 OR A.3A/11 THEN o ELSE IF A.3/9 THEN m ELSE n/a - - UE or conference focus.

c7:
IF A.3/1 THEN o ELSE n/a - - UE.

	NOTE 1:
For the purposes of the present document it has been chosen to keep the specification simple by the tables specifying only one role at a time. This does not preclude implementations providing two roles, but an entirely separate assessment of the tables shall be made for each role.

NOTE 2:
The functional split between the MRFC and the conferencing AS is out of scope of this document and they are assumed to be collocated.


Table A.3B: Roles with respect to access technology

	Item
	Value used in P-Access-Network-Info header
	Reference
	RFC status
	Profile status

	1
	3GPP-GERAN
	[52] 4.4
	o
	c1

	2
	3GPP-UTRAN-FDD
	[52] 4.4
	o
	c1

	3
	3GPP-UTRAN-TDD
	[52] 4.4
	o
	c1

	4
	3GPP2-1X
	[52] 4.4
	o
	c1

	5
	3GPP2-1X-HRPD
	[52] 4.4
	o
	c1

	11
	IEEE-802.11
	[52] 4.4
	o
	c1

	12
	IEEE-802.11a
	[52] 4.4
	o
	c1

	13
	IEEE-802.11b
	[52] 4.4
	o
	c1

	14
	IEEE-802.11g
	[52] 4.4
	o
	c1

	21
	ADSL
	[52] 4.4
	o
	c1

	22
	ADSL2
	[52] 4.4
	o
	c1

	23
	ADSL2+
	[52] 4.4
	o
	c1

	24
	RADSL
	[52] 4.4
	o
	c1

	25
	SDSL
	[52] 4.4
	o
	c1

	26
	HDSL
	[52] 4.4
	o
	c1

	27
	HDSL2
	[52] 4.4
	o
	c1

	28
	G.SHDSL
	[52] 4.4
	o
	c1

	29
	VDSL
	[52] 4.4
	o
	c1

	30
	IDSL
	[52] 4.4
	o
	c1

	41
	DOCSIS
	[52] 4.4
	o
	c1

	c1:
If A.3/1 OR A.3/2 THEN o.1 ELSE n/a.

o.1:
It is mandatory to support at least one of these items.


PROPOSED CHANGE

Annex I (normative):
Additional routing capabilities in support of transit traffic in IM CN subsystem

I.1
Scope

Operators may use the IM CN subsystem as a transit network to provide transit functionality for their own CS networks, enterprise networks, or other networks.

As specified in 3GPP TS 23.228 [7] additional routeing functions might reside in a stand-alone entity or might be collocated with the functionality of an MGCF, a BGCF, an I-CSCF, an S-CSCF, or an IBCF.

When colocated with an I-CSCF, the additional routeing capabilities may be performed in advance of  I-CSCF proecedures as specificed in subclause 5.3, or after I-CSCF procedures have failed to identify an S-CSCF supporting the user identified by the Request-URI.

When colocated with an MGCF, the generated requests can be routed to an I-CSCF or to possible targets of the routeing procedures defined in subclause I.2.

The BGCF procedures specified in subclause 5.6 are a subset of the more general routeing procedures provided in this annex.

NOTE:
Depending on the host entity for the additional routeing functions, the functionality can be accessed as:

a)
the last set of functions on the host before forwarding a request (e.g., on an MGCF, an S-CSCF or an IBCF);

b)
the first set of functions performed by the host entity when receiving a request at the host entity's entry point (e.g., on a BGCF, I-CSCF or IBCF);

c)
a specified point in the logic of the host (e.g., on the I-CSCF at failure to identify an S-CSCF for the Request-URI); or

d)
a set of functions associated with a separate entry point (e.g., at a separate entry point associated with a BGCF, I-CSCF, IBCF or separate function).
I.2
Procedures

The additional routeing function, or associated functional entity, performing these additional routeing procedures should analyse the destination address, and determine whether to route to another network, possibly via the IBCF, or to the BGCF, or the I-CSCF in its own network. This analysis may use public (e.g., DNS, ENUM) and/or private database lookups, and/or locally configured data.

When provided as a separate function, the network element performing these functions need not Record-Route the INVITE request.

If the network element inserts its own Record-Route header, then it may require the periodic refreshment of the session to avoid hung states. If the network element requires the session to be refreshed, it shall apply the procedures described in RFC 4028 [58] clause 8.

NOTE:
Requesting the session to be refreshed requires support by at least one of the UEs. This functionality cannot automatically be granted, i.e. at least one of the involved UEs needs to support it.

When provided as a separate function, the network element performing these functions shall not apply the procedures of RFC 3323 [33] relating to privacy.
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