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	Reason for change:
(

	In Rel7 the intention is to formally profile the H.248.1 protocol for the Mc interface. One aspect of the protocol is the ability to mark commands as "optional" such that " if a command marked as Optional results in an error, subsequent commands in the transaction will be executed. If a command fails, the MG shall, as far as possible, restore the state that existed prior to the attempted execution of the command before continuing with command processing." Any command not marked optional that fails will result in all subesquent commands in the transaction being ignored.
Currently there is no restriction on the Mc (Rel5, Rel6, Rel7-normative) on the MSC Server to not mark any commands as optional, i.e. the procedures in 23.205 may be combined in the same transaction due to MSC Server implementation, so there are scenarios such that if one command fails the other commands should still be executed. 
This is down to the MSC Server implementation and as such the profile should not restrict this but an example would be a transaction that contains a bearer modification and an audit command. There is no reason that the Audit command should be discarded if the bearer modification command could not be executed.
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	Commands able to be marked optional = ALL.
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	Unneccessary loss of command execution when one command fails in the same transaction
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C.10
Transactions 

Table C.10/1: Transactions per Message
	Maximum number of TransactionRequests / TransactionReplies / TransResponseAcks / Segment Replies per message:
	10


Table C.10/2: Commands per Transaction Requests

	Maximum number of commands per TransactionRequest:
	Unspecified


Table C.10/3: Commands per Transaction Reply

	Maximum number of commands per TransactionReply:
	Unspecified

	NOTE:
For auditing with wildcarded requests (e.g TDM E1) then the reply may include up to 32 commands to indicate the termination state)


Table C.10/4: Optional Commands

	Commands able to be marked "Optional":
	ALL


Table C.10/5: Transaction Timers

	Transaction Timer:
	Value

	normalMGExecutionTime
	Provisioned

	normalMGCExecutionTime
	Provisioned

	MGOriginatedPendingLimit
	Provisioned

	MGCOriginatedPendingLimit
	Provisioned

	MGProvisionalResponseTimerValue
	Provisioned

	MGCProvisionalResponseTimerValue
	Provisioned
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