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***   Change   ***

5.5.6
Further initial requests

When the MGCF responds to an OPTIONS request with a 200 (OK) response, the MGCF may include a message body with an indication of the DTMF capabilities and supported codecs of the MGCF/MGW.

NOTE:
The detailed interface for requesting MGCF/MGW capabilities is not specified in this version of the document. Other solutions can be used in the interim.

***   Change   ***

5.8.2.1.1.2
Tones and announcements

The MRFC can receive INVITE requests to set up a session to play tones and announcements. The MRFC acts as terminating UA in this case.

When the MRFC receives an INVITE request with an indicator for a tone or announcement, the MRFC shall:

-
send 100 (Trying) response.

NOTE:
The detailed interfaces for requesting tones and announcements are not specified in this version of the document. Other solutions can be used in the interim.

5.8.2.1.1.3
Ad-hoc conferences

The MRFC can receive INVITE requests to set up an ad-hoc conferencing session (e.g. Multiparty Call) or to add parties to the conference. The MRFC acts as terminating UA in this case.

When the MRFC receives an INVITE request with an indicator to initiate ad hoc conferencing, the MRFC shall:

-
send 100 (Trying) response; and

-
after the MRFP indicates that the conference resources are available, send 200 (OK) response with an MRFC conference identifier.If the MRFC chooses to send a 183 (Session Progress) response prior to the 200 (OK), then the conference identifier may also be included in the 183 (Session Progress) response.

When the MRFC receives an INVITE request with an indicator to add a party to an existing ad hoc conference (i.e. MRFC conference identifier), the MRFC shall:

-
send 100 Trying response; and

-
after the MRFP indicates that the conferencing request is granted, send 200 OK response with the MRFC conference identifier.If the MRFC chooses to send a 183 Session Progress response prior to the 200 OK, then the conference identifier may also be included in the 183 Session Progress response.

NOTE:
The detailed interface for requesting ad-hoc conferencing sessions is not specified in this version of the document. Other solutions can be used in the interim.

***   Change   ***

5.8.4.1.1.1
Ad-hoc conferences

The MRFC can receive reINVITE requests to modify an ad-hoc conferencing session (e.g. Multiparty Call) for purposes of floor control and for parties to leave and rejoin the conference.

When the MRFC receives a reINVITE request, the MRFC shall:

-
send 100 (Trying) response; and

-
after the MRFP indicates that the conferencing request is granted, send 200 (OK) response with the MRFC conference identifier.If the MRFC chooses to send a 183 (Session Progress) response prior to the 200 OK, then the conference identifier may also be included in the 183 (Session Progress) response.

NOTE:
The detailed interface for requesting ad-hoc conferencing sessions is not specified in this version of the document. Other solutions can be used in the interim.

***   Change   ***

5.8.5
Further initial requests

When the MRFC responds to an OPTIONS request with a 200 (OK) response, the MRFC may include a message body with an indication of the supported tones/announcement packages, DTMF capabilities, supported codecs and conferencing options of the MRFC/MRFP.

NOTE:
The detailed interface for requesting MRFC/MRFP capabilities is not specified in this version of the document. Other solutions can be used in the interim.
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