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pkgdName

= (PackageName SLASH ItemID) ;specific item





/ (PackageName SLASH "*") ;all items in package





/ ("*" SLASH "*") ; all items supported by the MG

PackageName
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>>>>>>>>>>>First modified section <<<<<<<<<<<
14.2.34
Distant Codec List

When the procedure "Distant Codec List" is required the following procedure is initiated:

The MGW sends a NOT.req command with the following information.

Table 14.2.34.1: NOT.req (Distant codec list) MGW to MGC

	Address Information
	Control information
	Bearer information

	
	Transaction ID = z

Context ID = c1

Termination ID = bearer1

Event(Event ID = x, " distant_codec_list(distlist) ")
	


When the processing of command (1) is complete, the MGC initiates the following procedure.

Table 14.2.34.2: NOT.resp (Distant codec list) MGC to MGW

	Address Information
	Control information
	Bearer information

	
	Transaction ID = z

Context ID = c1

Termination ID = bearer1
	


>>>>>>>>>>>Second modified section <<<<<<<<<<<
C.7.2
Events Descriptor

All events contained in this profile may be set on any termination/stream with the following exceptions.
Table C.7.2/1: Events Descriptor 
	Events settable on termination types and stream types:
	Yes

	If yes
	EventID 
	Termination Type 
	Stream Type

	
	Cause (g/cause, 0x0001/0x0001)
	All except ROOT
	 Not Applicable

	
	Signal Completion (g/sc, 0x0001/0x0002)
	All except ROOT 
	Not Applicable

	
	Start tone detected (tonedet/std, 0x0004/0x0001)
	All except ROOT
	Not Applicable

	
	End Tone detected (tonedet/etd, 0x0004/0x0002)
	All except ROOT
	Not Applicable

	
	DTMF character 0

(dd/d0, 0x0006/0x0010) 

to DTMF character D

(dd/dd, 0x0006/0x001d)
	All except ROOT
	Not Applicable

	
	Completion (ct/cmp, 0x000a/0x0005)
	TDM
	Not Applicable

	
	BNC Change (GB/BNCChange, 0x0021/0x01)
	BICC
	Not Applicable

	
	Tunnel Indication (BT/TIND, 0x0022/0x01)
	BICC IP
	Not Applicable

	
	MGCon    (chp/mgcon,  0x0029/0x0001)
	ROOT
	Not Applicable

	
	Termination Heartbeat (hangterm/thb, 0x0098/0x0001)
	All except ROOT
	Not Applicable

	
	Protocol Negotiation Result: (threegcsd/protres, 0x0030/0x0001) 
	All except ROOT
	Not Applicable

	
	Rate Change (threegcsd/ratechg, 0x0030/0x0002)
	All except ROOT
	Not Applicable

	
	Optimal Codec Event (threegtfoc/codec_modify, 0x0031/0x0010)
	All except ROOT
	Not Applicable

	
	Codec List Event (threegtfoc/distant_codec_list, 0x0031/0x0012)
	All except ROOT
	Not Applicable

	
	TFO Status Event (threegtfoc/TFO_status, 0x0031/0x0014)
	All except ROOT
	Not Applicable

	
	Bearer Modification Support Event (threegmlc/mod_link_supp, 0x0046/0x0001)
	Iu
	Not Applicable

	
	Connection State Change (threegctm/connchange, 0x0068/0x0001)
	All except ROOT
	Not Applicable

	
	Trace result (calltrace/ tracact, 0x0097/0x0001)
	All except ROOT
	Not Applicable

	NOTE:
Stream ID may be ignored in Events Descriptor


>>>>>>>>>>>Third modified section <<<<<<<<<<<
C.14.25
TFO package 

Table C.14.25: Package Usage Information For TFO

	Properties 
	Mandatory/

Optional
	Used in command:
	Supported Values:
	Provisioned Value:

	TFO Activity Control 

(threegtfoc /tfoenable, (0x0031/0x0001)
	M
	ADD, MOD, MOVE
	ALL
	None  (default =Off)

	TFO Codec List

(threegtfoc / codeclist, (0x0031/0x0002)
	M
	ADD, MOD, MOVE
	See 3GPP TS 29.232 §15.2.2
	None

	Signals 
	Mandatory/

Optional
	Used in command:
	Duration Provisioned Value:

	None
	-
	-
	-

	
	Signal Parameters
	Mandatory/

Optional
	Supported

Values:
	Duration Provisioned Value:

	
	-
	-
	-
	-

	Events
	Mandatory/

Optional
	Used in command:

	Optimal Codec Event

(threegtfoc / codec_modify, (0x0031/0x0010)
	O
	ADD, MOD, MOVE, NOTIFY

	
	Event

Parameters
	Mandatory/

Optional
	Supported

Values:
	Provisioned Value:

	
	None
	
	
	

	
	ObservedEvent

Parameters
	Mandatory/

Optional
	Supported

Values:
	Provisioned Value:

	
	Optimal Codec Type (optimalcodec 0x0011)
	M
	See 3GPP TS 29.232 §15.2.2
	None

	Codec List Event

(threegtfoc /distant_codec_list, (0x0031/0x0012)
	O
	ADD, MOD, MOVE,NOTIFY

	
	Event

Parameters
	Mandatory/

Optional
	Supported

Values:
	Provisioned Value:

	
	None
	
	
	

	
	ObservedEvent

Parameters
	Mandatory/

Optional
	Supported

Values:
	Provisioned Value:

	
	Distant Codec List (distlist 0x0013)
	M
	See 3GPP TS 29.232 §15.2.2
	None

	TFO Status Event 

(threegtfoc /

TFO_status) (0x0031/0x0014)
	O
	ADD, MOD, MOVE, NOTIFY

	
	Event

Parameters
	Mandatory/

Optional
	Supported

Values:
	Provisioned Value:

	
	None
	-
	-
	-

	
	ObservedEvent

Parameters
	Mandatory/

Optional
	Supported

Values:
	Provisioned Value:

	
	TFO Status (tfo_status 0x0015)
	M
	ALL
	None

	Statistics
	Mandatory/

Optional
	Used in command:
	Supported Values:

	None
	-
	-
	-

	Error Codes
	Mandatory/ Optional

	
	-


>>>>>>>>>>> End of modified section <<<<<<<<<<<
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