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************<FIRST CHANGE>************
5.17.1 
Formats and Codes

Table 5.17.1.1 shows the parameters which are required for the procedures defined in the following clauses.

The coding rules applied in ITU-T Recommendation H.248.1 [10] for the applicable coding technique shall be followed for the UMTS capability set.
The binary encoding rules which are applicable to the defined Abstract Syntaxes are the Basic Encoding Rules for Abstract Syntax Notation One, defined in ITU-T Recommendation X.690 [41].  Specifically in accordance with ITU-T Recommendation X.690 [41] section 7.3, alternative encodings based on the definite and indefinite form of length are permitted by the basic encoding rules as a sender's option. Receivers shall support both alternatives.
Unsupported values of parameters or properties may be reported by the MGW and shall be supported by the MSC as such by using H.248.1 error code #449 " Unsupported or Unknown Parameter or Property Value ". Error Text in the error Descriptor: The unsupported or unknown value is included in the error text in the error descriptor.
Table 5.17.1.1: Information Elements Used in Procedures
	Signalling Object
	H.248 Descriptor
	Coding

	Announcement Cause
	Events

ObservedEvents
	The "Meth" parameter in g/sc event per ITU-T Recommendation H.248.1 [3] Annex E.1.2 

	Announcement Completed
	Events

ObservedEvents
	The g/sc event per ITU-T Recommendation H.248.1 [3] Annex E.1.2

	Announcement Cycles
	Signal
	The "noc" parameter as per ITU-T Recommendation H.248.7 [5], Clause 4.3.1

	Announcement Variant
	Signal
	The "av" parameter as per ITU-T Recommendation H.248.7 [5], Clause 4.3.1 

	ASR Cause
	Events

ObservedEvents
	The “rc” parameter in asr/asrfail event as per ITU-T Recommendation H.248.9a1 [26] Clause 12.2.1.

	Cause
	Events

ObservedEvents
	Encoded as "Meth" parameter in g/sc event per ITU-T Recommendation H.248.1 [3] Annex E.1.2

	Codec List
	Local Descriptor or Remote Descriptor
	<fmt list> in a single SDP m-line.
For a static RTP payload type, the codec type should be implied by the RTP payload type, if not then each codec type shall be provided in a separate SDP "a=rtpmap"-line and possibly additional SDP "a=fmtp"-line(s). See Clause 10.2.
For a dynamic RTP payload type, for each codec information on the codec type shall be provided in a separate SDP "a=rtpmap"-line and possibly additional SDP "a=fmtp"-line(s). See Clause 10.2.



	
	
	

	Context ID
	NA
	Binary Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex A.

Textual Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex B.

	Digit
	Observed Events
	Encoding as per ITU-T Recommendation H.248.1 Annex E.6.2. Digits are reported individually by the MRFP.

	DTMFTrigger
	Signal Descriptor
	"endinputkey, eik" see H,249a1 [26] Clause 16.3.1.1.16.

	End of Recording Notification
	Events

ObservedEvents
	Enables the MRFC to be informed of the end of a recording. Corresponds to aasrec/audfail (mrp/audfail) and aasrec/precsucc, (mrp/precsucc) events see  ITU-T Recommendation H.248.9a1 [26] 12.2.

	
	
	

	IP Address
	Local Descriptor or Remote Descriptor
	<connection address> in SDP "c-line"



	Maximum Record Time
	Signal
	"Record Length Timer, rlt"  parameter in H,249a1 [26] Clause 16.3.1.1.8

	Media Identifier
	Signal
	TBD

	Mediatype
	Local Descriptor or Remote Descriptor
	<media> in sdp m-line

"audio" for voice service, and "image" for T.38 service.

	Multimedia file format
	
	To Be Defined

	Port
	Local Descriptor or Remote Descriptor
	<port> in SDP m-line.

<transport> in SDP m-line shall be set to value "RTP/AVP" for voice service



	Recognition Result
	ObservedEvents
	"asrr" parameter to "asrsucc" event in H,249a1 [26] Clause 12.2.2.2.1.
Each result may be able to be structured by multiple parts in time sequence with the input time, may be able to include the text token that the value will correspond to tokens as defined by the SRGS grammar, may be able to include the interpretation of application specific markup, may be able to include the confidence score that represents the recognition quality.

	Record File Format
	Signal
	To Be Defined

	Record File Identifier
	Signal
	"rid" parameter in playrec signal H,249a1 [26] Clause 16.3.1.1.9

	Reserve_Value
	Local Control
	ITU-T Recommendation H.248.1 [9] Mode property.

Binary Encoding: 
Encoding as per ITU-T Recommendation H.248.1 Annex A "reserveValue"

Textual Encoding: 
Encoding as per ITU-T Recommendation H.248.1 Annex B "reservedValueMode".

	
	

	

	RtcpbwRS
	Local Descriptor or Remote Descriptor
	<bandwidth> in SDP "b:RS"-line. 



	RtcpbwRR
	Local Descriptor or Remote Descriptor
	<bandwidth> in SDP "b:RR"-line. 



	RTPpayload
	Local Descriptor or Remote Descriptor
	<fmt list> in SDP m-line



	SRGS Grammar
	Signal
	"grammar file, gf" parameter in asr/asr signal in H,249a1 [26] Clause 12.3.1.1.2

	SRGS grammar URI
	Signal
	" Recognition grammar identifier, rgid" parameter in asr/ asrid signal in H.248.9a1 [26] Clause 12.3.2.1.2

	SSML
	Signal
	"an" parameter in the aastts/play signal in H,249a1 [26] Clause 14.3.1.1.1

	Stream Number
	Stream
	Encoding as per ITU-T Recommendation H.248.1 Annex B “Stream”/”ST”. 

For a single stream, this may be omitted by the MRFC.

	Termination ID
	NA
	Binary Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex A.

Textual Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex B.

	
	

	

	Timing
	Events
	As in dd package H.248.1 [3] Annex E.6.2, (end tone detected shall be used)

	Tone Completed
	Events

ObservedEvents
	"g/sc" see H.248.1 [3] Annex E.1.2

	Tone Duration
	Signal
	As in the respective tone package

	Tone Identity
	Signal
	Encoding as per ITU-T Recommendation H.248.1 Annex B and the package which defines the tone (Tone Signal Ids only).

	Transaction ID
	NA
	Binary Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex A.

Textual Encoding: 
As per ITU-T Recommendation H.248.1 [9] Annex B.

	TTS Completed
	Events

ObservedEvents
	"g/sc" see H.248.1 [3] Annex E.1.2 if successful, aastts/ttsfail H,249a1 [26] Clause 14.2.1 if not successful.


************<NEXT CHANGE>************
5.17.2.21
ASR  Request
This procedure enables the MRFC to request the MRFP to perform automatic speech recognition; an advanced interaction with the user involving guidance announcements and collection of user input via speech and also possibly DTMF. In turn, the MRFP attempts to recognize and match the detected speech to the specified grammar file and report this to the MRFC.

The MRFC sends an ADD or MODIFY command as in table 5.17.2.21.1.
Table 5.17.2.21.1: ASR  request 

	Address information
	Control information
	Bearer information

	
	Transaction ID = x

If context already exists:

   Context ID = C1

Else

   Context = $

If Termination exists:

   Termination ID = T1

Else

   Termination ID = $

If Stream Number specified:

   Stream Number
If recognition with grammar script
ASR Grammar = SRGS grammar
Else recognition with grammar identifier
ASR Grammar = SRGS grammar URI
If MRFC requires to be informed of the end of the ASR :-

 NotificationRequested (Event ID = x, "Notify ASR Completion  (recognition resultj)")

	


The MRFP responds as shown in table 5.17.2.21.2. 

Table 5.17.2.21.2: ASR  request acknowledge

	Address information
	Control information
	Bearer information

	
	Transaction ID = x

Context ID = C1

Termination ID = T1

If local resources were provided in request:

   Stream Number 


	


************<NEXT CHANGE>************
5.17.2.22
ASR Completed
This procedure enables the MRFP to inform the MRFC of the result of an ASR request. 

The MRFP sends a NOTIFY command as in table 5.17.2.22.1.
Table 5.17.2.22.1: ASR Completed 

	Address information
	Control information
	Bearer information

	
	Transaction ID = x

Context ID = C1

Termination ID = T1

If ASR fails: 
ASR Cause 
Else

   recognition result
   



	


The MRFP responds as shown in table 5.17.2.22.2.
Table 5.17.2.22.2: ASR Completed acknowledge

	Address information
	Control information
	Bearer information

	
	Transaction ID = x

Context ID = C1

Termination ID = T1


	


 ************<END OF CHANGE>************
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