Page 1



3GPP TSG CT WG4 Meeting #41
C4-083454
Shanghai, People's Republic of China, 9th – 14th November 2008
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	29.333
	CR
	0033
	(

rev
	-
	(

Current version:
	8.2.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Remove Editor's Note on Draft Version Indication

	
	

	Source to WG:
(

	Huawei

	Source to TSG:
(

	C4

	
	

	Work item code:
(

	TEI8
	
	Date: (

	28/10/2008

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(

	There are the following 3 Editor's Note indicating the current specification is a draft version:

(1) At the end of section 2:

Editor's Note: this is a draft and still subject to change.

(2) In the section 5:

Editor's Note: this is a draft version of the profile and the settings within the profile have not been fully agreed, further approval is required.

(3) In the section 5.14:

Editor's Note: the following mandatory and optional packages are not finalised.

However, all the profile on Mp interface for the current requirements are clarified, including the stage 3 profile for Message conference clarified in another contribution.

So the above Editor's Notes are unnecessary.

	
	

	Summary of change:
(

	Remove the above Editor's Notes at the end of section 2, in the section 5 and in the section 5.14

	
	

	Consequences if 
(

not approved:
	Unnecessary Editor's Notes will make confusion in understanding.

	
	

	Clauses affected:
(

	2, 5, 5.14

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


************<FIRST CHANGE>************
2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
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· For a specific reference, subsequent revisions do not apply.
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ITU-T Recommendation H.248.4 (11/2000), Gateway control protocol: Transport over Stream Control Transmission Protocol (SCTP) + Corrigendum 1 (03/2004).
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3GPP TS 26.235: "Packet switched conversational multimedia applications; Default codecs".
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IETF RFC 4583(2006), Session Description Protocol (SDP) Format for Binary Floor Control Protocol (BFCP) Streams.
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ITU-T H.248.19 Ammendment 2: "Gateway Control Protocol:Decomposed multipoint control unit, audio, video and data conferencing packages:Floor Control Enhancements".
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[34]
IETF RFC 4975 (2007), The Message Session Relay Protocol (MSRP).


************<NEXT CHANGE>************
5
Profile Description

5.1
Profile Identification

The name and version of the profile that is sent in the service change command are:

Table 5.1.1: Profile Identification

	Profile name:
	MRF

	Version:
	2


************<NEXT CHANGE>************
5.14
Packages


5.14.1 
Mandatory Packages
Table 5.14.1: Mandatory packages

	Mandatory Packages 

	Package Name / Reference
	Package ID
	Version

	Generic (H.248.1, [3])
	g
	1

	Base Root (H.248.1, [3]) 
	root
	2

	Network (H.248.1, [3])
	nt
	1

	Hanging Termination Detection (H.248.36 [30]).
	hangterm
	1


************<END OF CHANGE>************
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