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	Reason for change:
(

	To prevent unexpected release of the default bearer which results in unexpected disconnection the UE from the PDN, it has been agreed at SA2#68 that the ARP of the default bearer shall be set accordingly.

Also according to the agreed contributions in SA2#68, the ARP is composed of ARP-priority, the pre-emption capability and the pre-emption vulnerability. 

	
	

	Summary of change:
(

	Add the ARP setting for the default bearer.

	
	

	Consequences if 
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not approved:
	The ARP setting requirement to the default bearer are not specified. Missalignment with stage 2.

	
	

	Clauses affected:
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	Other comments:
(

	Depends on CR#0185, CR#0190
References to subclauses 5.3.x, 5.3.y, and 5.3.z resolve to subclauses introduced per CR#0185.


* * * Change * * * *

5.3.32
Allocation-Retention-Priority AVP (All access types)

The Allocation-Retention-Priority AVP (AVP code 1034) is of type Unsigned32 , and it is used to indicate the priority of allocation and retention for the SDF if provided within the QoS-Information-AVP or for the EPS default bearer if provided within the Default-EPS-Bearer-QoS AVP.
To prevent unexpected PDN disconnection or UE detach from the network, the PCRF shall set the ARP of the default bearer. The PCRF:

-
should set the ARP-value AVP of the default bearer to the highest level of priority;

-
shall set the pre-emption-capability AVP of the default bearer to PRE-EMPTION_CAPABILITY_ENABLED per subclause 5.3.y; and

-
shall set the pre-emption-vulnerability AVP of the default bearer to PRE-EMPTION_VULNERABILITY_DISABLED per subclause 5.3.z.
NOTE:
For the default bearer the ARP-value AVP can be set to 1 per subclause 5.3.x.
Editor’s note: 
Actual values are pending to be defined
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