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	C4 Tdoc
	Title
	Spec
	CR
	R
	Cat
	Rel

	C4-090157
	Authentication Failure Cause Code
	29.274
	0035
	
	F
	Rel-8

	C4-090520
	Relocation Cancel Req/Res
	29.274
	0003
	1
	C
	Rel-8

	C4-090526
	Create Session/Bearer Messages
	29.274
	0018
	1
	C
	Rel-8

	C4-090549
	Removal of Comprehension Required from messages 7.3.1 to 7.3.13
	29.274
	0098
	
	F
	Rel-8

	C4-090550
	Cause value for PGW not responding
	29.274
	0099
	
	F
	Rel-8

	C4-090551
	Traffic Aggregate Description IE encoding
	29.274
	0100
	
	F
	Rel-8

	C4-090570
	Command Messages
	29.274
	0021
	1
	C
	Rel-8

	C4-090574
	Downlink Data Notification
	29.274
	0025
	1
	F
	Rel-8

	C4-090577
	EPS Bearer Contexts Prioritization
	29.274
	0030
	1
	F
	Rel-8

	C4-090578
	AMBR IE encoding
	29.274
	0034
	1
	F
	Rel-8

	C4-090580
	Forward SRNS Context Notification
	29.274
	0040
	1
	F
	Rel-8

	C4-090581
	F-TEID IE clarification
	29.274
	0041
	1
	F
	Rel-8

	C4-090583
	Identification Response algorithm information
	29.274
	0043
	1
	F
	Rel-8

	C4-090588
	MM Context enhancements
	29.274
	0048
	1
	F
	Rel-8

	C4-090590
	Removal of Bearer ID List IE
	29.274
	0050
	1
	F
	Rel-8

	C4-090591
	Remove unused IP Address IEs
	29.274
	0051
	1
	F
	Rel-8

	C4-090592
	Selection Mode bits
	29.274
	0052
	1
	F
	Rel-8

	C4-090593
	Corrections to Trace Information IE
	29.274
	0053
	1
	F
	Rel-8

	C4-090598
	GTPv2 clause 9 and 10 cleanup
	29.274
	0064
	1
	F
	Rel-8

	C4-090691
	New UE Time Zone IE Type
	29.274
	0059
	1
	B
	Rel-8

	C4-090692
	Release Access Bearers Request/Response
	29.274
	0060
	1
	C
	Rel-8

	C4-090694
	Modify Bearer Response
	29.274
	0068
	1
	F
	Rel-8

	C4-090798
	IE Type ordering
	29.274
	0044
	2
	F
	Rel-8

	C4-090811
	Non-3GPP Requests in GTPv2
	29.274
	0080
	1
	F
	Rel-8

	C4-090814
	Support for error response for conflicting resource request
	29.274
	0083
	1
	F
	Rel-8

	C4-090817
	Clarification of Target ID vs Cell ID
	29.274
	0085
	1
	F
	Rel-8

	C4-090818
	TEID Value of the GTP header
	29.274
	0089
	1
	F
	Rel-8

	C4-090822
	MSISDN encoding
	29.274
	0095
	1
	F
	Rel-8

	C4-090823
	IMSI encoding
	29.274
	0096
	1
	F
	Rel-8

	C4-090826
	Header for the Format of the GTPv2-C message
	29.274
	0093
	2
	B
	Rel-8

	C4-090829
	PMIP error code reservation
	29.274
	0097
	1
	F
	Rel-8

	C4-090831
	Reliable delivery for EPC
	29.274
	0102
	1
	C
	Rel-8

	C4-090834
	Path Failure
	29.274
	0004
	2
	C
	Rel-8

	C4-090871
	Finalization of Partial fault handling in GTPv2
	29.274
	0094
	3
	F
	Rel-8

	C4-090874
	Stop Paging
	29.274
	0028
	2
	C
	Rel-8

	C4-090875
	Linked EPS Bearer ID
	29.274
	0032
	2
	F
	Rel-8

	C4-090878
	Sections 1 through 6 Editorial Clean-up
	29.274
	0005
	4
	F
	Rel-8

	C4-090879
	Delete Session and Delete Bearer messages
	29.274
	0006
	2
	C
	Rel-8

	C4-090880
	Cleanup in path management and bearer command messages
	29.274
	0017
	2
	B
	Rel-8

	C4-090901
	Modify Bearer messages
	29.274
	0019
	2
	C
	Rel-8

	C4-090902
	Update User Plane messages 
	29.274
	0008
	2
	C
	Rel-8

	C4-090915
	Removal of reservation for message types of GTP-U
	29.274
	0104
	
	F
	Rel-8

	C4-090922
	Delete Indirect Data Forwarding Tunnel Request/Response
	29.274
	0001
	2
	C
	Rel-8

	C4-090932
	Location Change Reporting
	29.274
	0075
	3
	C
	Rel-8

	C4-090933
	Finalizing GTPv2 Error Handling clause
	29.274
	0063
	4
	C
	Rel-8

	C4-090936
	TEID Value of the GTP header
	29.274
	0089
	2
	F
	Rel-8

	C4-090938
	Support of IP address retrieval for ANRF
	29.274
	0082
	3
	F
	Rel-8

	C4-090939
	Data Forwarding Info
	29.274
	0022
	3
	C
	Rel-8

	C4-090941
	Delete Session messages
	29.274
	0024
	2
	C
	Rel-8

	C4-090942
	Update Bearer messages
	29.274
	0026
	2
	F
	Rel-8

	C4-090943
	Grouped IE corrections
	29.274
	0042
	2
	F
	Rel-8

	C4-090945
	Indication IE corrections
	29.274
	0045
	2
	F
	Rel-8

	C4-090946
	Trace Information IE to be included in S11 and S5/S8 messages
	29.274
	0054
	2
	F
	Rel-8

	C4-090947
	Trace Session Activation/Deactivation when UE is attached
	29.274
	0055
	3
	F
	Rel-8

	C4-090952
	Secondary PDP Activation
	29.274
	0027
	2
	C
	Rel-8

	C4-090970
	Delete Bearer messages
	29.274
	0023
	3
	C
	Rel-8

	C4-090975
	Bearer QoS encoding
	29.274
	0067
	2
	F
	Rel-8

	C4-090976
	Cleanup on Cause Values
	29.274
	0077
	2
	F
	Rel-8

	C4-090977
	RAN Information Relay message
	29.274
	0066
	4
	F
	Rel-8

	C4-090978
	CR 29.274 SGW Selection during TAU
	29.274
	0015
	2
	F
	Rel-8

	C4-090980
	Protocol Stack
	29.274
	0101
	3
	F
	Rel-8

	C4-090991
	IEs in CSFB related messages
	29.274
	0020
	2
	C
	Rel-8


