Page 1



3GPP TSG CT WG1 Meeting #57
C1-090571
San Antonio (TX), USA, 9-19 February 2009

	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	24.301
	CR
	0166
	(

rev
	-
	(

Current version:
	8.0.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Editorial modification to add a "new line" character

	
	

	Source to WG:
(

	Alcatel-Lucent

	Source to TSG:
(

	C1

	
	

	Work item code:
(

	SAES
	
	Date: (

	27/01/2009

	
	
	
	
	

	Category:
(

	D
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(

	Entry is list of cause codes could be missed as it appears as part of a previous cause code

	
	

	Summary of change:
(

	Editorial fix to missing "new line" character

	
	

	Consequences if 
(

not approved:
	Intended inclusion of ESM cause code could be missed.

	
	

	Clauses affected:
(

	6.4.1.4

	
	

	
	Y
	N
	
	

	Other specs
(

	
	N
	 Other core specifications
(

	

	affected:
	
	N
	 Test specifications
	

	
	
	N
	 O&M Specifications
	

	
	

	Other comments:
(

	


6.4.1.4
Default EPS bearer context activation not accepted by the UE

If the default EPS bearer context activation is part of the attach procedure, the ESM sublayer shall notify the EMM sublayer of an ESM failure.
If the default EPS bearer context activation is not part of the attach procedure, the UE shall send an ACTIVATE DEFAULT EPS BEARER CONTEXT REJECT message and enter the state BEARER CONTEXT INACTIVE.
The ACTIVATE DEFAULT EPS BEARER CONTEXT REJECT message contains an ESM cause  that typically indicates one of the following cause values:
#26:
insufficient resources;

#31:
activation rejected, unspecified;
#41:
semantic error in the TFT operation;

#42:
syntactical error in the TFT operation;

#44:
semantic error(s) in packet filter(s);

#45:
syntactical error(s) in packet filter(s); or
#95 – 111:
protocol errors.
The UE shall check the TFT in the request message for different types of TFT IE errors as follows:

-
semantic errors in the TFT operations;

-
syntactical errors in the TFT operations;

-
semantic errors in packet filters; and

-
syntactical errors in packet filters,

as indicated in 3GPP TS 24.008 [13], subclause 6.1.3.2.3, and shall reject the request message if TFT IE errors are detected.

Upon receipt of the ACTIVATE DEFAULT EPS BEARER CONTEXT REJECT message, the MME shall enter the state BEARER CONTEXT INACTIVE and stop the timer T3485, if the timer is running.
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