Page 1



3GPP TSG CT WG4 Meeting #43
C4-091476
Sophia Antipolis, FRANCE, 20th – 24th April 2009
	CR-Form-v9.4

	CHANGE REQUEST

	

	(

	29.274
	CR
	0122
	(

rev
	1
	(

Current version:
	8.1.1
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Clarifications to grouped IE usage

	
	

	Source to WG:
(

	Nokia Siemens Networks

	Source to TSG:
(

	C4

	
	

	Work item code:
(

	SAES
	
	Date: (

	24/04/2009

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-8

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)

	
	

	Reason for change:
(

	The relation between Grouped Information Elements and Instance values are not sufficiently clear.

	
	

	Summary of change:
(

	It is clarified that the repeated grouped IEs shall have exactly the same Type and Instance values.

	
	

	Consequences if 
(

not approved:
	Ambiguity in the spec.

	
	

	Clauses affected:
(

	6.1.2, 8.39.

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


6.1.2
Grouped Information Elements

Information elements can contain other IEs. This type of IE is called "Grouped IEs".

Grouped IEs have a length value in the TLIV encoding, which includes the added length of all the embedded IEs. Overall coding of a grouped information element with 4 octets long IE header is defined in subclause 8.2 "Information Element Format". Each information element within a grouped IE also shall also contain 4 octets long IE header.

The flexibility of having optional, conditional or a variable number of embedded fields within an IE is not provided by non-grouped IEs and it is due to the usage of TLIV encoded fields. This flexibility also allows using one and the same type of grouped IEs for different messages and slightly different purposes, as long as the main purpose of the IE type is the same. It is encouraged to define grouped IEs in a flexible way to minimize the number of types needed.

Grouped IEs are not marked by any flag or limited to a specific range of IE type values. The clause describing an IE in this specification shall explicitly state if it is grouped.

NOTE:
Each entry into each Grouped IE creates a new scope level. Exit from the grouped IE closes the scope level.  The GTPv2 message level is the top most scope. This is analogous to the local scope of a subroutine/function.
If more than one grouped information elements of the same type, but for a different purpose are sent with a message, these IEs shall have different Instance values.

If more than one grouped information elements of the same type and for the same purpose are sent with a message, these IEs shall have exactly the same Instance value to represent a list.

NOTE:
For instance, all "Bearer Contexts Modified" IEs of the type "Bearer Context" in a "Modify Bearer Response" message shall have the Instance value of 0, while all "Bearer Contexts Marked for Removal" IEs of the type "Bearer Context" in the same message shall have the Instance value of 1.
* * * Next Change * * * *

8.39
PDN Connection

The PDN connection is a grouped IE containing a number of other IEs and shall be coded as depicted in Table 8.39-1. The APN IE directly follows octet 4.
The PDN Connection IE may be repeated within a message when more than one PDN Connection is required to be sent. If so, the repeated IEs shall have exactly the same Instance values to represent a list of grouped IEs.
Table 8.39-1: PDN Connection Grouped Type
	Octet 1
	
	PDN Connection IE Type = 109 (decimal)
	
	

	Octets 2 and 3
	
	Length = n
	
	

	Octet 4
	
	Spare and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Instance

	APN
	
	
	APN
	

	IPv4 Address
	
	This IE shall not be present if an IPv4 Address is not assigned.
	IP Address
	

	IPv6 Address
	
	This IE shall not be present if an IPv6 Address is not assigned
	IP Address
	

	Linked EPS Bearer Identity
	
	This IE shall be included to identify the default bearer of the PDN Connection
	EBI
	

	PGW S5/S8 IP Address and TEID for Control Plane
	
	This IE shall only be Included for GTP based S5/S8
	F-TEID
	

	PGW node name
	
	Includes the PGW FQDN
	FQDN
	

	Bearer Contexts 
	
	Several IEs with these type and instance values may be included as necessary to represent a list of Bearers.
	Bearer Context
	

	Aggregate Maximum Bit Rate (APN-AMBR)
	
	Includes the APN-AMBR.
	AMBR
	

	NOTE: 
This table uses a 5-column format in order to match the format used in subclauses of clause 7, where the usage of this IE is further detailed for each specific GTP message including it. In this subclause, the columns “P” and “Instance” are meaningless. The column “Condition / Comment” is only used in some cases to provide useful descriptions on how some fields are used but for each specific usage of this IE, the only “Condition / Comments” applicable are those in the corresponding subclause of clause 7.


The Bearer Context shall be coded as depicted in Table 8.39-2.

Table 8.39-2: Bearer Context in PDN Connection Grouped Type
	Ocett 1
	
	Bearer Context IE Type = 93 (decimal)
	
	

	Octets 2 and 3
	
	Length = n
	
	

	Octet 4
	
	Spare and Instance fields
	
	

	Information elements
	P
	Condition / Comment
	IE Type
	Instance

	EPS Bearer ID
	
	
	EBI
	

	UL TFT
	
	
	Bearer TFT
	

	DL TFT
	
	
	Bearer TFT
	

	SGW S1/S4/S12 IP Address and TEID for user plane
	
	
	F-TEID
	

	PGW S5/S8 IP Address and TEID for user plane
	
	This IE shall only be included for GTP based S5/S8 interfaces.
	F-TEID
	

	Bearer Level QoS
	
	
	Bearer QoS
	

	Charging characteristics
	
	
	Charging characteristics
	

	Container
	
	The Packet Flow ID , Radio Priority, SAPI, PS Handover XID Parameters may be included as necessary.
	Container
	

	NOTE: 
This table uses a 5-column format in order to match the format used in subclauses of clause 7, where the usage of this IE is further detailed for each specific GTP message including it. In this subclause, the columns “P” and “Instance” are meaningless. The column “Condition / Comment” is only used in some cases to provide useful descriptions on how some fields are used but for each specific usage of this IE, the only “Condition / Comments” applicable are those in the corresponding subclause of clause 7.
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