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* * * First Change * * * *

6.1.1
Presence requirements of Information Elements

There are three different presence requirements (Mandatory, Conditional, or Optional) for an IE within a given GTP-PDU:

-
Mandatory means that the IE shall be included by the sending side, and that the receiver diagnoses a "Mandatory IE missing" error, when detecting that the IE is not present. A response including a "Mandatory IE missing" cause, shall include the type of the missing IE.

-
Conditional means:

-
that inclusion of the IE by the sender depends on conditions specified in the relevant protocol specification;
Editor's Note: the receiver shall check the conditions as specified in the corresponding message type description, based on the parameter combination in the message and/or on the state of the receiving node, to infer if a conditional IE shall be expected. Only if a conditional IE, which is absolutely necessary for the receiving entity to complete the procedure, is missing, then the receiver shall abort the procedure.

-
Optional means that the IE shall be included as a service option. Therefore, the IE may be included or not in a message.

For conditional IEs, the clause describing the GTP-PDU explicitly defines the conditions under which each IE becomes mandatory or optional for that particular GTP-PDU. These conditions shall be defined so that the presence of a conditional IE only becomes mandatory if it is critical for the receiving entity. The definition might reference other protocol specifications for final terms used as part of the condition.

Editor's Note: This definition of conditions shall be done per conditional IE in a dedicated column of the table listing the IEs for that GTP-PDU. 
Only the Cause information element, optionally Protocol Configuration Options and optionally the Recovery information element shall be included in the response if the Cause contains a value indicating that the request is not accepted.
* * * End Change * * * *
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