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* * * First Change * * (1) * *

2.13.93
Mobile Node Identifier

Mobile Node Identifier is defined in 3GPP TS 29.275[79] and is temporary data stored in SGW and PDN-GW.

For emergency attached UEs without IMSI (e.g. UICCless UE) or with an unauthenticated IMSI, the Mobile Node Identifier is derived from the UE IMEI to identify the UE. 
* * * Second Change * * (2) * *

2.13.X
Unauthenticated IMSI
For an emergency attached UE with an unauthenticated IMSI, the Unauthenticated IMSI is temporary data stored in SGW and the PDN-GW.  See 3GPP TS 29.275 [79]. 
* * * Third Change * * (3) * *

Table 5.2A-2: Overview of data used for PS Network Access Mode (EPS non 3GPP access)
	PARAMETER
	Subclause
	HSS
	MME
	S-GW
	PDN-GW
	ePDG
	3GPP AAA server
	3GPP AAA server

Proxy
	TYPE

	RAND, XRES, CK, IK, AUTN
	2.3.2
	M
	-
	-
	-
	-
	M
	-
	T

	RAND, XRES, KASME, AUTN
	2.3.2
	M
	-
	-
	-
	-
	M
	-
	T

	Access Network Identity
	2.3.8
	C
	-
	-
	-
	-
	C
	-
	T

	Trace Reference 2
	2.11.9
	C
	C
	-
	-
	-
	C
	-
	P

	Trace depth
	2.11.10
	C
	C
	-
	-
	-
	C
	-
	P

	List of NE types to trace
	2.11.11
	C
	C
	-
	-
	-
	C
	-
	P

	Triggering events
	2.11.12
	C
	C
	-
	-
	-
	C
	-
	P

	List of interfaces to trace
	2.11.13
	C
	C
	-
	-
	-
	C
	-
	P 

	IP address of Trace Collection Entity
	2.11.14
	C
	C
	-
	-
	-
	C
	-
	P

	APN-Configuration-Profile
	2.13.31
	M
	-
	-
	C
	C
	C
	-
	T

	PDN Address
	2.13.39
	C
	-
	C
	C
	-
	-
	-
	T/P (see Note)

	RAT Type (Access Type)
	2.13.75
	C
	-
	C
	C
	C
	C
	-
	T

	Permanent User Identity
	2.13.79
	M
	-
	M
	M
	M
	M
	-
	P

	Mobility Capabilities
	2.13.80
	-
	-
	-
	M
	C
	C
	-
	T

	EAP payload
	2.13.83
	-
	-
	-
	M
	M
	M
	-
	P

	QoS profile per access
	2.13.74
	M
	-
	FFS
	FFS
	FFS
	FFS
	-
	P

	MAG IP address
	2.13.81
	
	-
	
	
	-
	C
	-
	T

	Visited Network Identifier
	2.13.82
	C
	-
	-
	C
	C
	C
	-
	T

	MIP Subscriber profile
	2.13.86
	M
	-
	-
	M
	-
	-
	-
	P

	Uplink S5 GRE Key
	2.13.87
	-
	C
	C
	C
	-
	-
	-
	T

	Downlink S5 GRE Key
	2.13.88
	-
	-
	C
	C
	-
	-
	-
	T

	Uplink S8 GRE Key
	2.13.89
	-
	C
	C
	C
	-
	-
	-
	T

	Downlink S8 GRE Key
	2.13.90
	-
	-
	C
	C
	-
	-
	-
	T

	S2a GRE Keys
	2.13.91
	-
	-
	C
	C
	C
	-
	-
	T

	S2b GRE Keys
	2.13.92
	-
	-
	C
	C
	C
	-
	-
	T

	Mobile Node Identifier
	2.13.93
	-
	-
	C
	C
	-
	-
	-
	T

	IPv4 Default Router Address
	2.13.94
	-
	-
	C
	C
	-
	-
	-
	T

	Link-local address
	2.13.95
	-
	-
	C
	C
	-
	-
	-
	T

	Non 3GPP User Data
	2.13.96
	-
	-
	-
	-
	-
	-
	-
	

	3GPP AAA Server Identity
	2.13.97
	C
	-
	-
	C
	C
	
	-
	T

	Selected IP mobility mode
	2.13.98
	-
	-
	-
	C
	C
	C
	-
	T

	Diameter Server Identity of HSS
	2.13.99
	-
	C
	-
	-
	-
	C
	-
	T

	Subscribed Charging Characteristics
	2.19.1
	M
	-
	-
	-
	-
	C
	-
	P

	Master session Key
	3B.3. 5
	-
	-
	-
	C
	C
	C
	-
	T

	Unauthenticated IMSI
	2.13.X
	-
	-
	C
	C
	-
	-
	-
	T

	NOTE: 
If Static IP address allocation provisioned in the subscriber profile in the HSS is chosen, PDN address is permanent data.
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