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------------------------- Change start -------------------------

5.3.1.2
Submitting a short message

When an SM-over-IP sender wants to submit an SM over IP, the SM-over-IP sender shall send a SIP MESSAGE request with the following information:

a)
the Request-URI, which shall contain the PSI of the SC of the SM-over-IP sender;

NOTE 1:
The PSI of the SC can be SIP URI or tel URI based on operator policy.

b)
the From header, which shall contain a public user identity of the SM-over-IP sender;

NOTE 2:
The IP-SM-GW will have to use an address of the SM-over-IP sender that the SC can process (i.e. an E.164 number). This address will come from a tel URI in a P-Asserted-Identity header (as defined in RFC 3325 [13]) placed in the SIP MESSAGE request by the P-CSCF or S-CSCF.

NOTE 3:
The SM-over-IP sender has to store the Call-ID of the SIP MESSAGE request, so it can associate the appropriate SIP MESSAGE request including a submit report with it.

c)
the To header, which shall contain the SC of the SM-over-IP sender;

d)
the Content-Type header, which shall contain "application/vnd.3gpp.sms"; and

e)
the body of the request shall contain an RP-DATA message as defined in 3GPP TS 24.011 [8], including the SMS headers and the SMS user information encoded as specified in 3GPP TS 23.040 [3].

NOTE 4:
The address of the SC is included in the RP-DATA message content. The address of the SC is configured in the SM-over-IP sender.

NOTE 5:
The SM-over-IP sender will use content transfer encoding of type "binary" for the encoding of the SM in the body of the SIP MESSAGE request.

The SM-over-IP sender may request the SC to return the status of the submitted message. The support of status report capabilities is optional for the SC.

When a SIP MESSAGE request including a submit report in the "vnd.3gpp.sms" payload is received, the SM-over-IP sender shall:

-
if SM-over-IP sender supports In-Reply-To header usage and the In-Reply-To header indicates that the request corresponds to a short message submitted by the SM-over-IP sender, generate a 200 (OK) SIP response according to RFC 3428 [14]. 

if SM-over-IP sender supports In-Reply-To header usage and the In-Reply-To header indicates that the request does not correspond to a short message submitted by the SM-over-IP sender, a 488 (Not Acceptable here) SIP response according to RFC 3428 [14].
-
if SM-over-IP sender does not support In-Reply-To header usage, generate a 200 (OK) SIP response according to RFC 3428 [14]; and 
extract the payload encoded according to 3GPP TS 24.011 [8] for RP-ACK or RP-ERROR.

------------------------- Change end -------------------------
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