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	Reason for change:
(

	In CT1 meeting 59, CR-092884 was approved. It was agreed to use for WLAN PLMN selection the PLMN selection defined in TS 24.234. Text pointing to section 5.2 of 3GPP TS 24.234 was added to 3GPP TS 24.302 in order to reflect the decision. Section 5.2 of 3GPP TS 24.234 claims that for accesses not supportig 802.1x (hence EAP) the UE shall set up a tunnel as described in clause 8 of 3GPP TS 24.234. E.g.

From section 5.2.3

“In case of manual network selection mode, for WLANs that : 
...

3)
do not support IEEE 802.1x authentication and the the "HPLMN Direct Access Indicator "  is allowed on USIM and if the WLAN UE chooses to perform direct access to HPLMN, then for HPLMN access the WLAN UE shall sequentially perform association and perform tunnel management procedures as specified in the clause 8 with each broadcast WSID that does not support IEEE 802.1x authentication.

”

And from section 5.2.4

“

...

. In addition, the WLAN UE takes the following actions depending on whether the "HPLMN Direct Access Indicator " in the USIM allows direct access:

-
if the the "HPLMN Direct Access Indicator" in the USIM allows direct access and if the WLAN UE chooses to perform direct access to HPLMN, then the WLAN UE shall sequentially perform association and perform tunnel management procedures as specified in the clause 8 with each broadcast WSID that does not support IEEE 802.1x authentication procedure;
”

The tunnel referred by the above text is the tunnel to PDG. In case of connection to WLAN for EPC access, UE sets up tunnel to ePDG or HA (or both) depending on the chosen mobility protocol and the trust nature (trusted or untrusted) of the accessed network.
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	Texted detailing tunnel set-up instructions was added

	
	

	Consequences if 
(

not approved:
	TS 24.302 is contraddicting regarding tunnel set up procedures
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* * * First Change * * * *
5.2.1
General

In this release of the specification, only generic and WiMAX specific EPC network selection is considered. The EPC network selection via cdma2000® HRPD access is given in 3GPP TS 23.122 [4] with any exceptions detailed in subclause 5.3.4. The EPC network selection via WLAN access shall follow the procedures defined for PLMN selection given in subclause 5.2 of 3GPP TS 24.234 [9] with the exception of the tunnel set up procedure. When the UE is connected to EPC through WLAN access, the tunnel is set-up with the ePDG (as described in clause 7 of this document) or with the HA (as described in 3GPP TS 24.303 [11]).
The UE can utilize information received from ANDSF to which EPCs an access network is connected as described in 3GPP TS 24.312 [13]. Additionally, any technology specific means can be employed to acquire such information, but these are out of scope of this specification.

NOTE: There are no specific EPC network selection procedures specified for emergency access in this version of the specification.

* * * End of Changes * * * *
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