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	When a UE handover from a foreign link to a home link, the UE shall send a deregistration Binding Update (with the Lifetime field set to "0") message to the HA. However, before the UE obtains the Binding Acknowledgement message, the UE may receive a Binding Revocation Indication (BRI) message from the HA as result of network initiated detach procedure. In such a case, the TS 24.303 does not specify the UE procedure.
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	In case that the UE receives a BRI message while there is an outstanding unacknowledged deregistration Binding Update message, it is proposed in section 5.2.2.4 that the UE need not send an BRA. Then the UE waits for the Binding Acknowledge message to prove that the HA received the deregistration Binding Update.
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* * * 1st change * * * *

5.2.2.4

Handover from a foreign link to a home link

If the access network supports IPv6, as soon as the UE has received via a Router Advertisement message at least an IPv6 prefix which is not present in its Prefix List, the UE shall perform the Home Link detection as specified in subclause 5.1.2.3 to detect if the UE is attaching to the home link. If the UE detects it is attached to the home link and there is a valid DSMIPv6 Binding Update list entry at the UE, the UE shall send a Binding Update with the Lifetime field set to "0" in order to remove the binding at the HA, as specified in IETF RFC 3775 [6]. If an IPv4 home address was assigned to the UE, as an optimization the UE may not include the IPv4 home address option as the binding for the IPv4 home address will be removed by the HA. Independent of an IPv6 or IPv4 access network the UE shall set the Key Management Capability (K) bit in the de-registration Binding Update message. The UE may preserve the IKEv2 session in order to avoid re-establishing the session when the next handover occurs. If there is not a safe assumption that the UE will remain in the home link (e.g. switching off the non-3GPP radio interface in case of a dual radio terminal), the UE should preserve the IKEv2 session.
If the UE receives a Binding Revocation Indication message from the HA while there is an outstanding unacknowledged Binding Update with Lifetime field set to "0" message, the UE need not send a Binding Revocation Acknowledgement as specified in subclause 5.4.2.1.

* * * End of 1st change * * * *
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