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***************** BEGIN CHANGE ****************
4.5.2.4
Actions at the AS serving the originating UE
For an originating user that subscribes to the OIR service in "permanent mode", the AS shall insert a Privacy header field set to "id" or "header" based on the subscription option if the request does not include a Privacy header field that is set to the corresponding value. If the request includes a Privacy header field that is set to "none", the AS shall remove the "none" value from the Privacy header field. Additionally, based on operator policy, the AS shall either modify the From header field to remove the identification information, or add a Privacy header field set to "user". 

For an originating user that subscribes to the OIR service in "temporary mode" with default "restricted", if the request does not include a Privacy header field, or the request includes a Privacy header field that is not set to "none", the AS shall insert a Privacy header field set to "id" or "header" based on the subscription option. Additionally based on operator policy, the AS shall either modify the From header field to remove the identification information, or add a Privacy header field set to "user".

NOTE:
When the OIR service is used, the originating UE is supposed to already have removed identity information. However because this UE is not trusted, this is also done by the AS to ensure that this information is removed.

For an originating user that subscribes to the OIR service in "temporary mode" with default "not restricted", if the request includes a Privacy header field is set to "id" or "header", based on operator policy, the AS shall either modify the From header field to remove the identification information or add a Privacy header field set to "user". As an originating network option, if the "no screening" special arrangement does not exist with the originating user, the network may attempt to match the information in the From header with the set of registered public identities of the originating user. If a match is not found, the AS may set the From header to the SIP URI that includes the default public user identity.

***************** END CHANGE ******************
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