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5.6.1
Service request procedure

5.6.1.1
General

The purpose of the service request procedure is to transfer the EMM mode from EMM-IDLE to EMM-CONNECTED mode and establish the radio and S1 bearers when uplink user data or signalling is to be sent. Another purpose of this procedure is to invoke MO/MT CS fallback procedures.
This procedure is used when:

-
the network has downlink signalling pending;

-
the UE has uplink signalling pending;

-
the UE or the network has user data pending and the UE is in EMM-IDLE mode;

-
the UE in EMM-IDLE or EMM-CONNECTED mode has requested to perform mobile originating/terminating CS fallback; 
-
the network has downlink cdma2000® signalling pending; or
-
the UE has uplink cdma2000® signalling pending.

The service request procedure is initiated by the UE, however, for the downlink transfer of signalling, cdma2000® signalling or user data in EMM-IDLE mode, the trigger is given by the network by means of the paging procedure (see subclause 5.6.2).
The UE shall invoke the service request procedure when:

a)
the UE in EMM-IDLE mode receives a paging request with CN domain indicator set to "PS" from the network;
b)
the UE, in EMM-IDLE mode, has pending user data to be sent;
c)
the UE, in EMM-IDLE mode, has uplink signalling pending;
d)
the CS fallback UE, in EMM-IDLE or EMM-CONNECTED mode, has a mobile originating CS fallback request from the upper layer;
e)
the CS fallback UE in EMM-IDLE mode receives a paging request with CN domain indicator set to "CS", or the CS fallback UE in EMM-CONNECTED mode receives a CS SERVICE NOTIFICATION message;
f)
the 1xCS fallback UE, in EMM-IDLE or EMM-CONNECTED mode, has a mobile originating 1xCS fallback request from the upper layer;

g)
the 1xCS fallback UE, in EMM-CONNECTED mode accepts cdma2000® signalling messages containing a 1xCS paging request; or
h)
the UE, in EMM-IDLE mode, has uplink cdma2000® signalling pending.
If one of the above criteria to invoke the service request procedure is fulfilled, then the service request procedure may only be initiated by the UE when the following conditions are fulfilled:

-
its EPS update status is EU1 UPDATED, and the TAI of the current serving cell is included in the TAI list; and

-
no EMM specific procedure is ongoing.
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NOTE:
AS indications (indications from lower layers) are results of procedures triggered by MME in Service Request procedure. Triggered procedures could be e.g. RRC Connection Reconfiguration procedure (see 3GPP TS 36.331 [22]) and inter system PS handover to GERAN or UTRAN procedure as a result of CSFB procedure (see 3GPP TS 23.272 [9]).
Figure 5.6.1.1.1: Service Request procedure
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