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***CHANGE***
10.2.5
ICS UE using I1

10.2.5.1
Call control over I1 and media over CS bearer

When the ICS UE receives an I1 Invite message from the SCC AS, and the UE determines that no I1 session exists for the Call-Identifier value received in the I1 Invite message, the ICS UE shall handle the setting up of the I1 session following the procedures specified in subclause 6.2.1.2.2a in 3GPP TS 24.294 [11B].

***CHANGE***
10.4.8
SCC AS for call control over I1 and media over CS
When the SCC AS receives an initial SIP INVITE request from the remote UE destined for the serving UE, and if upon performing the T-ADS, the SCC AS selects to deliver the media via the CS domain using the I1 protocol, the SCC AS shall: 

1)
use the information received in the initial SIP INVITE request to generate an I1 Invite message toward the UE in accordance with subclause 6.2.1.3.2a in 3GPP TS 24.294 [11B];

2)
store the information sent in the I1 Invite message and the initial SIP INVITE request received from the remote the UE; and

3)
forward the generated I1 Invite message toward the UE.

When the SCC AS receives a SIP INVITE request from the CS domain, the SCC AS shall: 
1)
correlate the received SCC AS PSI DN contained in the Request URI of the SIP INVITE request received from the CS domain with the information saved in step 2 above;
3.)
send an 18x message that contains the SDP answer toward the remote UE. The SDP answer shall be based on the SDP offer received in the SIP INVITE request from the CS domain; and
2)
create a response towards the CS domain in accordance with 3GPP TS 24.229 [11]. The response towards the CS domain shall contain the SDP answer. The SDP answer sent towards the CS domain is based on the SDP offer received in the initial SIP INVITE request previously received from the remote the UE. 
If the SCC AS receives an I1 Progress message (with Reason subfield set to either Ringing or Call progressing) over the I1 interface prior to receiving the SIP INVITE request from the CS domain, the SCC AS shall ignore the I1 Progress message and wait until the SIP INVITE request from the CS domain is received.
When the SCC AS receives an indication from the CS domain that the media resources are available (e.g. the SCC AS receives a SIP message from the MGCF) and upon receiving an I1 Progress message with Reason subfield set to Ringing, the SCC AS shall forward a SIP 180 (Ringing) response to the remote UE.
Upon receiving an I1 Success message from the ICS UE, the SCC AS shall forward a SIP 200 (OK) response to the remote UE.
Upon receiving a SIP ACK request from the remote UE, the SCC AS shall send a SIP ACK request towards the CS domain.  
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