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19.2.2.X
Procedures for releasing media on controller UE by controller UE

If the controller UE wants to release a media component on the controller UE within a collaborative session, the controller UE shall follow the procedures defined in 3GPP TS 24.229 [2] for removing media with the following differences:
1. 
include the SDP information for all other media components within the collaborative session in the SIP re-INVITE request;and 
2.   set all the ports number of the media on the controllee UEs with value zero.
19.3.2.X
Procedures for releasing media on controller UE by controller UE

When SCC AS receives a SIP re-INVITE request within an existing dialog from the controller UE to remove a media component on itself, the SCC AS shall send a SIP re-INVITE request to the remote UE as specified in 3GPP TS 24.229[2]. The SCC AS shall construct the SDP information in the SIP re-INVITE request as follows:
1)
set port number for the removed media component to zero; and

2)
include the SDP information for all other media in the collaborative session as received during the last successful SDP offer-answer exchange from the remote party
Upon receiving SIP 200 (OK) response with the SDP answer from the remote UE, the SCC AS shall send:

1)
a SIP ACK request to the remote UE;

2)
a SIP 200 (OK) response to the controller UE as specified in 3GPP TS 24.229[2]. The SCC AS shall construct the SDP infromation in the SIP 200 (OK) response as follows:
-
set port number for the removed media component to zero; and
-
set all the ports number of the media on the controllee UEs with value zero.
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