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	A static PDN GW subscribed in the HSS can only be deleted from the OSS system. 
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* * * Start of Change * * * *

5.2.5.1.3
Detailed behaviour of the HSS
When receiving a Notify request the HSS shall check whether the IMSI is known.

If it is not known, a result code of DIAMETER_ERROR_USER_UNKNOWN is returned.

If it is known, the HSS shall set the result code to DIAMETER_SUCCESS and

-
store the new terminal information if present in the request;

-
store the new PDN GW for an APN if present in the request and the APN is present in the subscription; 
-
store the new PDN GW and the APN itself, if both are present in the request, and the APN is not present in the subscription but a wild card APN is present in the subscription; 

-
delete the stored PDN GW for an APN if the PDN GW is dynamically allocated by other nodes, and if the APN IE or the Context Identifier IE is present in the request and the PDN GW Identity IE is not present in the request and there is the APN configuration; otherwise, the HSS shall not delete the stored PDN GW. If the Context Identifier IE is received, the HSS may use it to locate the APN Configuration.
-
delete the stored PDN GW and the APN itself, if the APN IE is present in the request without the PDN GW Identity IE being present, and the subscriber has a wild card APN present in the subscription;

-
mark the location area as "restricted" if so indicated in the request;

-
send Cancel Location to the current SGSN if so indicated in the request; 
-
if the UE has become reachable again, send an indication to the Service Related Entity;

-
when NOR is received on S6d from an SGSN (with the Alert Reason present), the HSS shall reset the MNRG flag and send a MAP-Alert-Service-Centre message, i.e. the behaviour in the HSS should be the same as when a MAP-Ready for SM is received from an SGSN;

and then send the response to the MME or SGSN.

* * * End of Change * * * *
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