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	CR
	Rev
	Phase
	Subject
	Cat
	Meeting-2nd-Level
	Doc-2nd-Level
	Workitem

	24.301
	0671
	1
	Rel-9
	Add packet filters to existing TFT
	B
	C1-63
	C1-101067
	TEI9

	24.301
	0700
	1
	Rel-9
	Add reactivation requested cause code to EPS
	F
	C1-63
	C1-101072
	TEI9

	24.301
	0727
	3
	Rel-9
	Alignment of TAI list boundary with 2G/3G LA boundary
	F
	C1-63
	C1-101275
	TEI9

	24.301
	0726
	1
	Rel-9
	Arrange definitions in alphabetical order
	D
	C1-63
	C1-101209
	TEI9

	24.301
	0713
	1
	Rel-9
	Clarification of Integrity protection of Service Request in section 4.4.3.3
	F
	C1-63
	C1-101206
	TEI9

	24.312
	0042
	-
	Rel-9
	Correcting requirement on UE’s detection of networks and reserved values for Access NetworkTypes
	F
	C1-63
	C1-100830
	TEI9

	24.301
	0674
	1
	Rel-9
	Correction on the security protection of the NAS message
	F
	C1-63
	C1-101068
	TEI9

	24.008
	1493
	1
	Rel-9
	Corrections to Network Feature Support IE
	F
	C1-63
	C1-101032
	TEI9

	23.122
	0162
	1
	Rel-9
	Corrections/clarifications for equivalent and forbidden PLMN handling, state descriptions and overall idle mode procedure
	F
	C1-63
	C1-101210
	TEI9

	24.008
	1457
	2
	Rel-9
	Defining Selective camping capability IE
	F
	C1-63
	C1-101217
	TEI9

	24.301
	0667
	2
	Rel-9
	Defining Selective camping capability IE
	F
	C1-63
	C1-101218
	TEI9

	24.008
	1450
	1
	Rel-9
	Editorial correction
	D
	C1-63
	C1-101021
	TEI9

	24.008
	1461
	-
	Rel-9
	Handling of CSFB Mobile Originating call
	F
	C1-63
	C1-100474
	TEI9

	24.008
	1473
	-
	Rel-9
	Handling of inter RAT information container and E-UTRAN inter RAT information container
	F
	C1-63
	C1-100551
	TEI9

	24.301
	0711
	2
	Rel-9
	Pre Rel8 QoS mapping when this QoS is not received while on E-UTRAN
	F
	C1-63
	C1-101242
	TEI9

	24.008
	1456
	1
	Rel-9
	Selective camping capability correction
	F
	C1-63
	C1-101064
	TEI9

	24.301
	0664
	1
	Rel-9
	Store EPS security context at state transition to EMM-DEREGISTERED
	F
	C1-63
	C1-101017
	TEI9

	24.301
	0624
	3
	Rel-9
	Synchronization of EPS Bearer Contexts in ESR
	F
	C1-63
	C1-101207
	TEI9

	24.008
	1483
	1
	Rel-9
	Using NAS-token in Attach Request
	F
	C1-63
	C1-101073
	TEI9

	29.118
	0053
	2
	Rel-9
	Modification of the paging procedure
	F
	C1-63
	C1-101253
	TEI9


