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10.5.5.12
MS network capability 

The purpose of the MS network capability information element is to provide the network with information concerning aspects of the mobile station related to GPRS. The contents might affect the manner in which the network handles the operation of the mobile station. The MS network capability information indicates general mobile station characteristics and it shall therefore, except for fields explicitly indicated, be independent of the frequency band of the channel it is sent on.

The MS  network capability is a type 4 information element with a maximum of 10 octets length.

The value part of a MS network capabilityinformation element is coded as shown in figure 10.5.128/3GPP TS 24.008 and table 10.5.145/3GPP TS 24.008.

NOTE: 
The requirements for the support of the GEA algorithms in the MS are specified in 3GPP TS 43.020 [13].
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Figure 10.5.128/3GPP TS 24.008 MS network capability information element

Table 10.5.145/3GPP TS 24.008 MS network capability information element

	<MS network capability value part> ::=


<GEA1 bits>
<SM capabilities via dedicated channels: bit>
<SM capabilities via GPRS channels: bit>

<UCS2 support: bit>
<SS Screening Indicator: bit string(2)>
<SoLSA Capability : bit>
<Revision level indicator: bit>

<PFC feature mode: bit>

<Extended GEA bits>

<LCS VA capability: bit>

<PS inter-RAT HO to UTRAN Iu mode capability: bit>
<PS inter-RAT HO to E-UTRAN S1 mode capability: bit>
<CSFB Capability: bit>
<ISR support: bit>

<SRVCC to GERAN/UTRAN capability: bit>
<EPC capability: bit>


<NF capability: bit>

<Spare bits>;

<GEA1 bits> ::= < GEA/1 :bit>;

<Extended GEA bits> ::= <GEA/2:bit><GEA/3:bit>< GEA/4:bit >< GEA/5:bit >< GEA/6:bit ><GEA/7:bit>;

<Spare bits> ::= null | {<spare bit> < Spare bits >};

SS Screening Indicator

0 0
defined in 3GPP TS 24.080 [24] 


0 1
defined in 3GPP TS 24.080 [24] 


1 0
defined in 3GPP TS 24.080 [24]

1 1
defined in 3GPP TS 24.080 [24] 

SM capabilities via dedicated channels

0
Mobile station does not support mobile terminated point to point SMS via CS domain


1
Mobile station supports mobile terminated point to point SMS via CS domain

SM capabilities via GPRS channels

0
Mobile station does not support mobile terminated point to point SMS via PS domain

1
Mobile station supports mobile terminated point to point SMS via PS domain

UCS2 support
This information field indicates the likely treatment by the mobile station of UCS2 encoded character strings.

0
the ME has a preference for the default alphabet (defined in 3GPP TS 23.038 [8b])


over UCS2.

1
the ME has no preference between the use of the default alphabet and the


use of UCS2.

GPRS Encryption Algorithm GEA/1
0
encryption algorithm GEA/1not available
1
encryption algorithm GEA/1 available
SoLSA Capability

0
The ME does not support SoLSA.

1
The ME supports SoLSA.


Revision level indicator 

0
used by a mobile station not supporting R99 or later versions of the protocol


1
used by a mobile station supporting R99 or later versions of the protocol 

PFC feature mode

0 Mobile station does not support BSS packet flow procedures

1 Mobile station does support BSS packet flow procedures

GEA/2

0
encryption algorithm GEA/2 not available
1
encryption algorithm GEA/2 available

GEA/3

0
encryption algorithm GEA/3 not available
1
encryption algorithm GEA/3 available

GEA/4

0
encryption algorithm GEA/4 not available
1
encryption algorithm GEA/4 available

GEA/5

0
encryption algorithm GEA/5 not available
1
encryption algorithm GEA/5 available

GEA/6

0
encryption algorithm GEA/6 not available
1
encryption algorithm GEA/6 available

GEA/7

0
encryption algorithm GEA/7 not available
1
encryption algorithm GEA/7 available

LCS VA capability (LCS value added location request notification capability)

This information field indicates the support of the LCS value added location request notification via PS domain as defined in 3GPP TS 23.271 [105].
0
location request notification via PS domain not supported
1
location request notification via PS domain supported

PS inter-RAT HO to UTRAN Iu mode capability

This information field indicates the support of the PS inter-RAT HO to UTRAN Iu mode.
0
PS inter-RAT HO to UTRAN Iu mode not supported
1
PS inter-RAT HO to UTRAN Iu mode supported
PS inter-RAT HO to E-UTRAN S1 mode capability

This information field indicates the support of the PS inter-RAT HO to E-UTRAN S1 mode.
0
PS inter-RAT HO to E-UTRAN S1 mode not supported
1
PS inter-RAT HO to E-UTRAN S1 mode supported

CSFB capability

This information field indicates the support of the CS fallback.
0
Mobile station does not support CS fallback
1
Mobile station supports CS fallback
ISR support

0
The mobile station does not support ISR.
1
The mobile station supports ISR.
SRVCC to GERAN/UTRAN capability

0
SRVCC from UTRAN HSPA or E-UTRAN to GERAN/UTRAN not supported
1
SRVCC from UTRAN HSPA or E-UTRAN to GERAN/UTRAN supported
EPC capability
This information field indicates if the MS supports access to the EPC via access networks other than GERAN or UTRAN.The network can use this information to decide whether to select a PDN Gateway or a GGSN. The MS shall set the indication to "0" if a SIM is inserted in the MS.

0
EPC not supported
1
EPC supported
NF capability
This information field indicates if the MS supports the notification procedure.
0
Mobile station does not support the notification procedure.
1
Mobile station supports the notification procedure.
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