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	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Meeting-2nd-Level
	Doc-2nd-Level
	Workitem

	24.286
	0001
	1
	Rel-9
	Enable use of I1 when the home operator has configured it to do so
	F
	C1-62bis
	C1-100157
	IMS_SCC-ICS_I1

	24.294
	0001
	1
	Rel-9
	No STN
	F
	C1-62bis
	C1-100149
	IMS_SCC-ICS_I1

	24.294
	0002
	1
	Rel-9
	No forking for I1 protocol
	F
	C1-62bis
	C1-100188
	IMS_SCC-ICS_I1

	24.294
	0005
	1
	Rel-9
	Call-Identifier
	F
	C1-62bis
	C1-100189
	IMS_SCC-ICS_I1

	24.294
	0006
	1
	Rel-9
	Clean up of linkage between I1 specifications
	F
	C1-62bis
	C1-100191
	IMS_SCC-ICS_I1

	24.294
	0008
	1
	Rel-9
	Clarification of call set-up procedures
	F
	C1-62bis
	C1-100153
	IMS_SCC-ICS_I1

	24.294
	0009
	1
	Rel-9
	Completion of setting BCD calling parameter for I1 calls
	F
	C1-62bis
	C1-100154
	IMS_SCC-ICS_I1

	24.294
	0012
	1
	Rel-9
	Add missing references
	F
	C1-62bis
	C1-100155
	IMS_SCC-ICS_I1

	24.294
	0013
	1
	Rel-9
	Delete unneeded definitions
	F
	C1-62bis
	C1-100156
	IMS_SCC-ICS_I1

	24.294
	0014
	1
	Rel-9
	Delete unneeded Editor's Notes
	F
	C1-62bis
	C1-100193
	IMS_SCC-ICS_I1

	24.294
	0015
	-
	Rel-9
	Privacy information element
	F
	C1-63
	C1-100341
	IMS_SCC-ICS_I1

	24.294
	0016
	-
	Rel-9
	Replaces information element
	F
	C1-63
	C1-100342
	IMS_SCC-ICS_I1

	24.294
	0017
	-
	Rel-9
	Gm fallback to I1
	F
	C1-63
	C1-100343
	IMS_SCC-ICS_I1

	24.294
	0018
	1
	Rel-9
	Retaining the use of CS access – procedure at UE
	F
	C1-63
	C1-100924
	IMS_SCC-ICS_I1

	24.294
	0019
	1
	Rel-9
	Retaining the use of CS access - procedure at SCC AS
	F
	C1-63
	C1-100926
	IMS_SCC-ICS_I1

	24.294
	0020
	2
	Rel-9
	Media-transfer from PS to CS access
	F
	C1-63
	C1-101136
	IMS_SCC-ICS_I1

	24.294
	0021
	2
	Rel-9
	Transferring the media from PS to CS domain – procedure at UE
	F
	C1-63
	C1-101137
	IMS_SCC-ICS_I1

	24.294
	0022
	1
	Rel-9
	Transferring the media from PS to CS domain – procedure at SCC AS
	F
	C1-63
	C1-101130
	IMS_SCC-ICS_I1

	24.294
	0023
	-
	Rel-9
	Removal of editor's note
	F
	C1-63
	C1-100349
	IMS_SCC-ICS_I1

	24.294
	0024
	-
	Rel-9
	Editor's note removal
	F
	C1-63
	C1-100350
	IMS_SCC-ICS_I1

	24.294
	0025
	1
	Rel-9
	State machine clarifications
	F
	C1-63
	C1-100928
	IMS_SCC-ICS_I1

	24.294
	0026
	2
	Rel-9
	Ability to send reduced SIP/Tel URIs
	F
	C1-63
	C1-101114
	IMS_SCC-ICS_I1

	24.294
	0027
	1
	Rel-9
	Inclusion of Accept / Reject contact capabilities
	F
	C1-63
	C1-100930
	IMS_SCC-ICS_I1

	24.294
	0028
	-
	Rel-9
	Remove unneeded Editor's Notes
	F
	C1-63
	C1-100524
	IMS_SCC-ICS_I1

	24.294
	0029
	-
	Rel-9
	Editorial modification
	D
	C1-63
	C1-100525
	IMS_SCC-ICS_I1

	24.294
	0030
	-
	Rel-9
	Session Modification
	F
	C1-63
	C1-100526
	IMS_SCC-ICS_I1

	24.294
	0031
	-
	Rel-9
	Address the I1 dummy related Editor's Note
	F
	C1-63
	C1-100527
	IMS_SCC-ICS_I1

	24.294
	0032
	-
	Rel-9
	Supplementary services control procedures
	B
	C1-63
	C1-100528
	IMS_SCC-ICS_I1

	24.294
	0033
	-
	Rel-9
	I1 Mid-Call information element
	B
	C1-63
	C1-100529
	IMS_SCC-ICS_I1

	24.294
	0034
	-
	Rel-9
	I1 SIP Error cause handling
	F
	C1-63
	C1-100559
	IMS_SCC-ICS_I1

	24.294
	0036
	-
	Rel-9
	Detection of stale message
	F
	C1-63
	C1-100561
	IMS_SCC-ICS_I1

	24.292
	0083
	1
	Rel-9
	Scope
	F
	C1-62bis
	C1-100150
	IMS_SCC-ICS_I1

	24.292
	0084
	1
	Rel-9
	Alias tel URI
	F
	C1-62bis
	C1-100151
	IMS_SCC-ICS_I1

	24.292
	0085
	1
	Rel-9
	Clean up of linkage between I1 specifications
	F
	C1-62bis
	C1-100190
	IMS_SCC-ICS_I1

	24.292
	0086
	1
	Rel-9
	Clarification on SCC AS PSI DN
	F
	C1-62bis
	C1-100192
	IMS_SCC-ICS_I1

	24.292
	0087
	1
	Rel-9
	TADS selection of I1
	F
	C1-62bis
	C1-100152
	IMS_SCC-ICS_I1

	24.292
	0089
	1
	Rel-9
	Enable use of I1 when the home operator has configured it to do so
	F
	C1-62bis
	C1-100194
	IMS_SCC-ICS_I1

	24.292
	0090
	2
	Rel-9
	Inclusion of Accept / Reject contact capabilities for I1 protocol
	F
	C1-63
	C1-101115
	IMS_SCC-ICS_I1

	24.292
	0091
	-
	Rel-9
	I1 SIP Error cause handling
	F
	C1-63
	C1-100360
	IMS_SCC-ICS_I1


