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	The mapping between diameter error codes from HSS and NAS Cause Code values is functionality specific to EPS, and it has been included as part of a TS which is not related to EPS (TS 29.010).

TS 29.010 title, "Information element mapping between Mobile Station - Base Station System (MS - BSS) and Base Station System - Mobile-services Switching Centre (BSS - MSC); Signalling procedures and the Mobile Application Part (MAP)", clearly indicates that its domain of applicability is not related to EPS.

The mapping between EPS Diameter error codes and the NAS CC values can be specified in a more appropriate manner in a purely EPS specification, such as TS 29.272: "Mobility Management Entity (MME) 

and Serving GPRS Support Node (SGSN) related interfaces based on Diameter protocol", as a Nomative Annex.
Additionally, a different mapping for the error Unkown_EPS_Subscription is proposed, considering the reality of current deployment scenarios where not all subscribers with 2G/3G access may be necessarily provisioned as EPS subscribers, specially for a transition phase where EPS is not fully deployed.
With the current mappping found in 29.010 (CC#7, "EPS services not allowed"), the UE is not allowed to access 2G/3G services, even when it does have a proper 2G/3G subscription. Using CC#15, "Not suitable cells in tracking area", allows the UE to initiate a cell reselection process, and select a Routing Area where it can get access to 2G/3G service seamlessly.
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* * * * First Change * * * *

Annex X (normative): MME mapping table for S6a/S6d and NAS Cause Code values
The MME will at Attach communicate with HSS to retrieve subscription data. If this operation is not successful, there are several possible cause codes, which need to be mapped to appropriate cause codes over NAS to the UE.

This mapping shall be as shown in Tables X.1 and X.2. 

Table X.1: Mapping between S6a/S6d error codes and NAS Cause Code values

	Reject indication from HSS to MME over S6a/S6d
	NAS Cause Code to UE

	DIAMETER_ERROR_USER_UNKNOWN (5001)
	#8 "EPS services and non-EPS services not allowed"


	DIAMETER_ERROR_UNKNOWN_EPS_SUBSCRIPTION (5420)

	#15 "No suitable cells in tracking area"


	DIAMETER_ERROR_RAT_NOT_ALLOWED (5421)
	#15 "No suitable cells in tracking area", or
#13 "Roaming not allowed in this tracking area", or
#12 "Tracking area not allowed"
(NOTE 1)


	DIAMETER_ERROR_ROAMING_NOT_ALLOWED (5004)

	#11 "PLMN not allowed"

	DIAMETER_ERROR_AUTHORIZATION_REJECTED (5003)

	#15 "No suitable cells in tracking area"

	DIAMETER_UNABLE_TO_COMPLY (5012),

DIAMETER_INVALID_AVP_VALUE (5004)
(NOTE 2)

	#17 "Network failure"

	NOTE 1:
Any of those NAS Cause Code values may be sent to the UE, depending on operator's choice.
NOTE 2: 
Any other permanent errors from the diameter base protocol, not listed here, should be also mapped to NAS Cause Code #17 "Network failure".


Table X.2: Mapping between NAS Cause Code values and network conditions

	NAS cause code to UE
	Condition

	#2 "IMSI Unknown in HSS"

	The MME receives a SGsAP-LOCATION-UPDATE-REJECT message from the VLR indicating in the reject cause "IMSI unknown in HSS". Only used in the Combined Tracking and Location Area Update procedure.


	#14 "EPS services not allowed in this PLMN"

	- The MME receives in Update-Location-Answer message an indication of Roaming restricted in MME due to unsupported feature, or
- The value OPERATOR_DETERMINED_BARRING is received in the Subscriber-Status AVP


	#12 "Tracking area not allowed"

	The HSS indicates that due to subscription to a "regionally restricted service" the UE is not allowed to operate in the tracking area.


	#25 "Not authorized for this CSG"
	The CSG ID of the cell from where the UE has sent the TRACKING AREA UPDATE REQUEST message is not contained in the Allowed CSG list.



* * * * End of Changes * * * *
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