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* * * * First Change * * * *

7.3.1
LCS-AP Location Request message
This message is sent by the MME to request a location estimate for a target UE and contains sufficient information to enable location according to the required QoS using any positioning method supported. The message is also used to request LCS assistance data transfer to an UE. 
Direction: MME ( E-SMLC 
Table 7.3.1-1: Location Request message contents

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	7.4.2
	
	YES
	reject

	Correlation ID
	M
	
	7.4.28
	
	YES
	reject

	Location Type
	M
	
	7.4.3
	
	YES
	reject

	E-UTRAN Cell Identifier
	M
	
	E-CGI / 7.4.4
	
	YES
	ignore

	LCS Client Type
	O
	
	7.4.5
	
	YES
	reject

	LCS Priority
	O
	
	7.4.6
	
	YES
	reject

	LCS QoS
	O
	
	7.4.7
	
	YES
	reject

	UE Positioning Capability
	O
	
	7.4.8
	
	YES
	reject

	Include Velocity
	O
	
	7.4.9
	
	YES
	reject

	IMSI 
	O
	
	7.4.10
	
	YES
	ignore

	IMEI
	O
	
	7.4.11
	
	YES
	ignore

	Multiple APDUs
	
	0..3
	
	
	
	

	>APDU
	M
	
	7.4.18
	
	YES
	reject

	NOTE:
The IMSI should be sent preferably if known. The IMEI may be sent if the IMSI is not known, or in addition to the IMSI for the purpose of allowing correlation between the two identities.


* * * * Next Change * * * *

7.5.4
PDU definitions

-- **************************************************************

--

-- PDU definitions for LCS-AP.

--

-- **************************************************************

LCS-AP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) lcs-AP (99) version1 (1) lcs-AP-PDU-Contents (1)}
DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


APDU,


Accuracy-Fulfillment-Indicator,


Correlation-ID,


E-CGI,


Geographical-Area,


IMSI,


IMEI,


Include-Velocity,


LCS-Cause,


LCS-Client-Type,


LCS-Priority,


LCS-QoS,


Location-Type,


MultipleAPDUs,

Network-Element,


Payload-Type,


Positioning-Data,


Return-Error-Type,


Return-Error-Cause,


UE-Positioning-Capability,


Velocity-Estimate
FROM LCS-AP-IEs


ProtocolExtensionContainer{},


ProtocolIE-Container{},


LCS-AP-PROTOCOL-EXTENSION,


LCS-AP-PROTOCOL-IES

FROM LCS-AP-Containers


id-Accuracy-Fulfillment-Indicator,


id-APDU,


id-Correlation-ID,

id-Destination-ID,


id-E-UTRAN-Cell-Identifier,


id-Include-Velocity,


id-IMEI,

id-IMSI,

id-LCS-Client-Type,

id-LCS-Priority,

id-LCS-QOS,

id-LCS-Cause,


id-Location-Estimate,


id-Location-Type,


id-MultipleAPDUs,

id-Payload-Type,

id-Positioning-Data,


id-Return-Error-Request,


id-Return-Error-Cause,


id-Source-Identity,

id-UE-Positioning-Capability,

id-Velocity-Estimate
FROM LCS-AP-Constants;

-- **************************************************************

--

-- Location-Request
--

-- **************************************************************

Location-Request ::= SEQUENCE {


protocolIEs



ProtocolIE-Container      
{ { Location-Request-IEs} },


protocolExtensions

ProtocolExtensionContainer
{ { Location-Request-Extensions} } OPTIONAL,


...

}

Location-Request-IEs LCS-AP-PROTOCOL-IES ::= {


{ ID id-Correlation-ID



CRITICALITY reject
TYPE Correlation-ID



PRESENCE mandatory } |


{ ID id-Location-Type



CRITICALITY reject
TYPE Location-Type



PRESENCE mandatory } |


{ ID id-E-UTRAN-Cell-Identifier

CRITICALITY ignore
TYPE E-CGI





PRESENCE mandatory  } |


{ ID id-LCS-Client-Type



CRITICALITY reject
TYPE LCS-Client-Type


PRESENCE optional  } |


{ ID id-LCS-Priority



CRITICALITY reject
TYPE LCS-Priority



PRESENCE optional  } |


{ ID id-LCS-QOS





CRITICALITY reject
TYPE LCS-QoS




PRESENCE optional  } |


{ ID id-UE-Positioning-Capability
CRITICALITY reject
TYPE UE-Positioning-Capability
PRESENCE optional  } |

{ ID id-Include-Velocity


CRITICALITY reject
TYPE Include-Velocity


PRESENCE optional  } |


{ ID id-IMSI





CRITICALITY ignore
TYPE IMSI





PRESENCE optional  } |


{ ID id-IMEI





CRITICALITY ignore
TYPE IMEI





PRESENCE optional  } |


{ ID id-MultipleAPDUs



CRITICALITY reject
TYPE MultipleAPDUs



PRESENCE optional  } ,

...

}

Location-Request-Extensions LCS-AP-PROTOCOL-EXTENSION ::= {


...

}
-- **************************************************************

--

-- Location-Response
--

-- **************************************************************

Location-Response ::= SEQUENCE {


protocolIEs


ProtocolIE-Container      { {Location-Response-IEs} },


protocolExtensions

ProtocolExtensionContainer { {Location-Response-Extensions} } OPTIONAL,


...

}

Location-Response-IEs LCS-AP-PROTOCOL-IES ::= {


{ ID id-Correlation-ID




CRITICALITY reject
TYPE Correlation-ID





PRESENCE mandatory } |


{ ID id-Location-Estimate



CRITICALITY reject
TYPE Geographical-Area




PRESENCE optional  } |


{ ID id-Positioning-Data



CRITICALITY reject
TYPE Positioning-Data




PRESENCE optional  } |


{ ID id-Velocity-Estimate



CRITICALITY reject
TYPE Velocity-Estimate




PRESENCE optional  } |


{ ID id-Accuracy-Fulfillment-Indicator
CRITICALITY reject
TYPE Accuracy-Fulfillment-Indicator
PRESENCE optional  } |


{ ID id-LCS-Cause





CRITICALITY ignore
TYPE LCS-Cause






PRESENCE optional  } ,

...

}

Location-Response-Extensions LCS-AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Location-Abort
--

-- **************************************************************

Location-Abort-Request ::= SEQUENCE {


protocolIEs


ProtocolIE-Container      { {Location-Abort-Request-IEs} },


protocolExtensions

ProtocolExtensionContainer { {Location-Abort-Request-Extensions} } OPTIONAL,


...

}

Location-Abort-Request-IEs LCS-AP-PROTOCOL-IES ::= {


{ ID id-Correlation-ID




CRITICALITY reject
TYPE Correlation-ID

PRESENCE mandatory } |


{ ID id-LCS-Cause





CRITICALITY ignore
TYPE LCS-Cause


PRESENCE mandatory } ,


...

}

Location-Abort-Request-Extensions LCS-AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Connection-Oriented-Information 
--

-- **************************************************************

Connection-Oriented-Information ::= SEQUENCE {


protocolIEs


ProtocolIE-Container      { {Connection-Oriented-Information-IEs} },


protocolExtensions

ProtocolExtensionContainer { {Connection-Oriented-Information-Extensions} } OPTIONAL,


...

}

Connection-Oriented-Information-IEs LCS-AP-PROTOCOL-IES ::= {


{ ID id-Correlation-ID

CRITICALITY reject
TYPE Correlation-ID


PRESENCE optional  } |


{ ID id-Payload-Type 

CRITICALITY reject
TYPE Payload-Type


PRESENCE optional  } |


{ ID id-APDU



CRITICALITY reject
TYPE APDU




PRESENCE optional  } ,

...

}

Connection-Oriented-Information-Extensions LCS-AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Connectionless-Information
--

-- **************************************************************

Connectionless-Information ::= SEQUENCE {


protocolIEs


ProtocolIE-Container      { {Connectionless-Information-IEs} },


protocolExtensions

ProtocolExtensionContainer { {Connectionless-Information-Extensions} } OPTIONAL,


...

}

Connectionless-Information-IEs LCS-AP-PROTOCOL-IES ::= {


{ ID id-Source-Identity


CRITICALITY reject
TYPE Network-Element

PRESENCE mandatory } |

{ ID id-Destination-ID


CRITICALITY reject
TYPE Network-Element

PRESENCE mandatory } |


{ ID id-APDU




CRITICALITY reject
TYPE APDU




PRESENCE mandatory } |


{ ID id-Return-Error-Request
CRITICALITY reject
TYPE Return-Error-Type

PRESENCE optional  } |


{ ID id-Return-Error-Cause

CRITICALITY ignore
TYPE Return-Error-Cause

PRESENCE optional  } ,

...

}

Connectionless-Information-Extensions LCS-AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Reset-Request 
--

-- **************************************************************

Reset-Request ::= SEQUENCE {


protocolIEs



ProtocolIE-Container      
{ {Reset-Request-IEs} },


protocolExtensions

ProtocolExtensionContainer
{ {Reset-Request-Extensions} } OPTIONAL,


...

}

Reset-Request-IEs LCS-AP-PROTOCOL-IES ::= {


{ ID id-LCS-Cause
CRITICALITY ignore
TYPE LCS-Cause


PRESENCE mandatory } ,


...

}

Reset-Request-Extensions LCS-AP-PROTOCOL-EXTENSION ::= {


...

}

-- **************************************************************

--

-- Reset-Acknowledge 
--

-- **************************************************************

Reset-Acknowledge 


::= SEQUENCE {


protocolIEs



ProtocolIE-Container      { { Reset-Acknowledge-IEs} },


protocolExtensions

ProtocolExtensionContainer { { Reset-Acknowledge-Extensions} } OPTIONAL,


...

}

Reset-Acknowledge-IEs LCS-AP-PROTOCOL-IES ::= {


...

}

Reset-Acknowledge-Extensions LCS-AP-PROTOCOL-EXTENSION ::= {


...

}

END

* * * * End of Changes * * * *
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