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“As a result of UE mobility (e.g. detected by the SGSN at RAU), the SGSN may allocate a different GW that is more appropriate for the UE's current location. When the SGSN decides upon the need for GW relocation, the SGSN deactivates the impacted PDN connections indicating “reactivation requested” as specified in subclause 9.2.4.2.”
The above statement impacts on the PDP context deactivation procedure and it is not covered in the current specification
· PDP Context Deactivation procedure. SA2 has agreed to use the PDP context deactivation with re-activation required procedure to fulfill PDN connection redirection. 

Therefore, the corresponding descripton should be added stage 3 specification to capture this function, otherwise SIPTO requirement will not be fulfilled.
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	Add MS behavior related to PDP context deactivation with “re-activation requested”. Also clarify if there are one or more PDP contexts associated to the same PDN connection, then all the PDP contexts should be deactivated and re-activated.
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	Clauses affected:
(

	6.1.3.4.2

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


1st Change
6.1.3.4.2
PDP context deactivation initiated by the network

In order to deactivate a PDP context, the network sends a DEACTIVATE PDP CONTEXT REQUEST message to the MS and starts timer T3395. The message contains the transaction identifier in use for the PDP context to be deactivated and a cause code that typically indicates one of the following causes:

# 8:
Operator Determined Barring;
# 25:
LLC or SNDCP failure (A/Gb mode only);

# 36:
regular deactivation;

# 38:
network failure; or

# 39:
reactivation requested.
#112:
APN restriction value incompatible with active PDP context.
The MS shall, upon receipt of this message, reply with a DEACTIVATE PDP CONTEXT ACCEPT message. Upon receipt of the DEACTIVATE PDP CONTEXT ACCEPT message, the network shall stop the timer T3395.
If the DEACTIVATE PDP CONTEXT REQUEST message includes the cause #39 "reactivation requested" and the PDP context was activated by the MS, the MS should re-activate the PDP context. Additionally, the MS should re-activate the PDP contexts that were originally activated by the MS and released by the network as a result of this PDP context deactivation procedure. 
NOTE 1:
User interaction is necessary in some cases when the MS cannot re-activate the PDP context(s) automatically.
If a detach is requested by the HLR for an MS that has PDP contexts for emergency services, the SGSN shall send a DEACTIVATE PDP CONTEXT REQUEST message to the MS for all the PDP contexts that are not PDP contexts for emergency services.
In A/Gb mode, both the MS and the network shall initiate local release of the logical link if it is not used by another PDP context.

In Iu mode, the network shall initiate the release of Radio Access Bearer associated with this PDP context.
End of Change
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