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****************** First Change ******************

5.1.2A.1.6
Abnormal cases
In the event the UE receives a 504 (Server Time-out) response containing:

1)
a P-Asserted-Identity header field set to a value equal to a URI:

a)
from the Service-Route header field value received during registration; or

b)
from the Path header field value received during registration; and

2)
a Content-Type header field set according to subclause 7.6 (i.e. "application/3gpp-ims+xml"), independent of the value or presence of the Content-Disposition header field, independent of the value or presence of Content-Disposition parameters, then the default content disposition, identified as "3gpp-alternative-service", is applied as follows:

a)
if the 504 (Server Time-out) response includes an IM CN subsystem XML body as described in subclause 7.6 with the <ims-3gpp> element, including a version attribute, with the <alternative-service> child element:

a)
with the <type> child element set to "restoration" (see table 7.7AA); and

b)
with the <action> child element set to "initial-registration" (see table 7.7AB);


then the UE:

-
shall initiate restoration procedures by performing an initial registration as specified in subclause 5.1.1.2; and
-
may provide an indication to the user based on the text string contained in the <reason> child element of the <alternative-service> child element of the <ims-3gpp> element.

NOTE:
If the UE has discovered multiple P-CSCF addresses and has information that the P-CSCF was unable to forward the request resulting in sending back the 504 (Server Time-out) response, when starting the initial registration it is appropriate for the UE to select a P-CSCF address different from the one used for the registration binding on which the 504 (Server Time-out) response was received.
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