Page 1



3GPP TSG-CT WG1 Meeting #68
(
 C1-105113
Jacksonville (FL), USA, 15-19 November 2010









rev of C1-104765
	CR-Form-v9.7

	CHANGE REQUEST

	

	(

	24.327
	CR
	0030
	(

rev
	1
	(

Current version:
	9.2.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	X
	Radio Access Network
	
	Core Network
	X


	

	Title:
(

	Attach to an additional system, General subclause

	
	

	Source to WG:
(

	Orange, Qualcomm Incorporated

	Source to TSG:
(

	C1

	
	

	Work item code:
(

	IFOM-CT
	
	Date: (

	05/11/2010

	
	
	
	
	

	Category:
(

	B
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	Adding text to specify the General part of the Attach to an additional system, for IFOM purpose

	
	

	Summary of change:
(

	Adding text to specify the General part of the Attach to an additional system

	
	

	Consequences if 
(

not approved:
	Incomplete specification for IFOM, IFOM feature cannot be applied for I-WLAN Mobility

	
	

	Clauses affected:
(

	3.1, 3.2, 5.X, 5.X.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


FIRST CHANGE

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply.

Home Agent: The HA functionality consists in the DSMIPv6 anchor point functionality described in IETF RFC 5555 [10] and IETF RFC 4877 [8]. Based on 3GPP TS 23.327 [2] the HA functionality may be implemented as a stand-alone entity, or collocated with the GGSN or the PDG.

H1: This is the reference point for signalling and user data transfer between UE and HA.

For the purposes of the present document, the following terms and definitions given in 3GPP TS 24.303 [3] apply:

Home Network Prefix
IFOM capable UE
SECOND CHANGE

3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

BID
Binding Identifier

DSMIPv6
Dual-Stack MIPv6
ESP
Encapsulating Security Payload
FID
Flow Identifier
HA
Home Agent

HNP
Home Network Prefix

IKEv2
Internet Key Exchange version 2
IPsec
IP security
PDG
Packet Data Gateway

THIRD CHANGE

5.X
Attach to an additional system
5.X.1
General
The operations defined within this subclause apply to IFOM capable UE configured for IFOM and to HA supporting IFOM.

The attach to an additional system procedure is performed by a UE that has already established an active PDN connection through a system.
There are three possible scenarios:

-
The existing system is a home link and the added one is a foreign link;
-
The existing system is a foreign link and the added one is a home link; or
-
The existing system is a foreign link and the added one is a foreign link.

The following can be performed during the attach to an additional system procedure:
-
system specific procedure in order to connect and to configure an IP address for the added system. It consists of the UE performing the GPRS attach procedure and establishing a PDP context as described in 3GPP TS 24.008 [4] or the UE performing the I-WLAN automatic network selection procedure as described in 3GPP TS 24.234 [5];
-
discovery of the Home Agent address, if the HA IP address was not obtained upon the attachment to the first system or when performing the system specific procedure;
-
security associati
on establishment between the UE and the HA, if there was no security association established upon the attachment to the first system;
-
home link detection; and
-
exchange of the Binding Update and the Binding Acknowledge messages between the UE and the HA including the BID mobility option(s) and the FID mobility option(s).
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