3GPP TSG CT Meeting #50 
(
CP-100761
Istanbul, TURKEY, 8 – 10 December 2010
Source:
CT1
Title:
CR pack on TEI10 – pack 1
Agenda item:
13.19
Document for:
APPROVAL
	Doc-1st-Level
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Doc-2nd-Level
	WorkItem

	CP-100761
	24.301
	0888
	-
	Rel-10
	Abnormal case for Service Request
	F
	C1-103704
	TEI10

	CP-100761
	24.301
	0908
	5
	Rel-10
	Adding e1xCSFB support for dual Rx/Tx UE and corrections to unhandled T3417 when 1x call is rejected by 1x network
	B
	C1-105237
	TEI10

	CP-100761
	24.301
	0833
	10
	Rel-10
	Alignment with the latest SA1 specification regarding access control for CSFB
	B
	C1-105133
	TEI10

	CP-100761
	24.008
	1632
	-
	Rel-10
	Authentication not accepted by the network
	F
	C1-103653
	TEI10

	CP-100761
	24.301
	0939
	3
	Rel-10
	Clarification about abnormal cases on the network side for Service Request
	F
	C1-105179
	TEI10

	CP-100761
	24.008
	1657
	1
	Rel-10
	Correctin to the use of label ”UMTS only” in various procedure.
	F
	C1-104260
	TEI10

	CP-100761
	24.008
	1589
	4
	Rel-10
	Correcting CJKV ideograph language ambiguity with the NITZ feature and UCS2
	F
	C1-105105
	TEI10

	CP-100761
	24.008
	1690
	-
	Rel-10
	Correction of bearer capability length
	F
	C1-104834
	TEI10

	CP-100761
	24.301
	0881
	-
	Rel-10
	Correction of description of EMM state machine
	F
	C1-103657
	TEI10

	CP-100761
	24.301
	0883
	1
	Rel-10
	Correction of local EPS bearer context deactivation
	F
	C1-104206
	TEI10

	CP-100761
	24.301
	0882
	-
	Rel-10
	Correction of network initiated detach procedure
	F
	C1-103658
	TEI10

	CP-100761
	24.301
	0912
	1
	Rel-10
	Correction of T3442 behaviour for SERVICE REJECT with cause #39
	F
	C1-104278
	TEI10

	CP-100761
	24.301
	0920
	1
	Rel-10
	Correction to QoS mapping at IRAT change
	F
	C1-104487
	TEI10

	CP-100761
	24.008
	1662
	1
	Rel-10
	Correction to the network intiated detach procedure with detach type “Re-attach required”
	F
	C1-104280
	TEI10

	CP-100761
	24.301
	0896
	1
	Rel-10
	CS paging with IMSI
	F
	C1-104258
	TEI10

	CP-100761
	24.301
	0940
	2
	Rel-10
	CSFB response for page received in EMM-IDLE for 1xCSFB
	F
	C1-105227
	TEI10

	CP-100761
	24.008
	1638
	1
	Rel-10
	Deleting unnecessary trigger for initiating LAU procedure
	F
	C1-104064
	TEI10

	CP-100761
	24.008
	1649
	1
	Rel-10
	Enhanced Multiplexing for a Single RLC Entity (EMSR)
	B
	C1-104240
	TEI10

	CP-100761
	24.301
	0933
	2
	Rel-10
	Explicit signalling of native vs mapped GUTI during TAU
	F
	C1-105238
	TEI10

	CP-100761
	24.008
	1672
	2
	Rel-10
	Explicit signalling of native vs mapped P-TMSI during RAU
	F
	C1-105239
	TEI10

	CP-100761
	24.301
	0901
	1
	Rel-10
	Lower layer failure handling during network initiated detach procedure
	F
	C1-104257
	TEI10

	CP-100761
	24.301
	0905
	1
	Rel-10
	Moving GMM to detached state at reception of EMM cause #40
	F
	C1-104259
	TEI10

	CP-100761
	24.301
	0934
	-
	Rel-10
	Removal of 2G SIM UE in E-UTRAN
	F
	C1-104651
	TEI10

	CP-100761
	24.301
	0927
	1
	Rel-10
	UE substate selection
	F
	C1-105132
	TEI10
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