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	At the moment the "Communication forwarding not logged in" and "Communication forwarding not reachable" are missing in the subclause 4.5.2.6.1 "Checking of the diversion limits".

	
	

	Summary of change:
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	Communication forwarding not logged in and communication forwarding not reachable are added to the subclause 4.5.2.6.1.
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	Unexpected response code may be returned for communication forwarding not logged in and communication forwarding not reachable.

	
	

	Clauses affected:
(

	4.5.2.6.1

	
	

	
	Y
	N
	
	

	Other specs
(

	
	X
	 Other core specifications
(

	

	affected:
	
	X
	 Test specifications
	

	
	
	X
	 O&M Specifications
	

	
	

	Other comments:
(

	


--------------------------------------------- 1st change --------------------------------------------
4.5.2.6.1
Checking of the diversion limits

When receiving an INVITE request and the AS determines that the AS shall divert a communication the AS shall check if diverting the communication exceeds the number of diversions allowed within the network. The AS shall calculate the number of diversions by examination of the History-Info header; 

-
using the entries including a cause-param URI parameter with cause values specified in subclause 4.5.2.6.2.2; or

-
examine the entries in the Index entries parameter, 

to see if another diversion is allowed due to network provider allowed limit of diversions

If the number of diversions exceeds the given limit then the AS shall send one of the following responses to the originating user:

a)
if communication diversion forwarding busy a 486 (Busy Here);

b)
if communication forwarding no reply, a 480 (Temporarily Unavailable);

c)
if communication forwarding unconditional a 480 (Temporarily Unavailable); 
d)
if communication deflection, a 480 (Temporarily Unavailable);
e)
if communication forwarding not logged in, a 480 (Temporarily Unavailable); or
f)
if communication forwarding not reachable, a 480 (Temporarily Unavailable).
NOTE:
It is based on operator policy that the communication can be delivered to the latest diverting party when it is known.

In all cases a Warning header field indicating that the communication is released due to the extension of diversion hops (e.g. "Too many diversions appeared") shall be sent.
--------------------------------------------- End changes -----------------------------------------
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