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5.1
Profile Identification
Table 5.1.1: Profile Identification

	Profile name:
	threegIx

	Version:
	2


Next modified Clause

5.16
Optional support of SDP and Annex C information elements

Table 5.16.1: Optional SDP Information Elements

	Information Element
	Annex C Support
	SDP Support

	a-line
	"SDP_A "
	1) Application "RTCP transport address control":

The attribute "a=rtcp" line may either contain (a=rtcp: <port>) or (a=rtcp: <port> <network type> <address type> <connection address>) when the "a=" line is used for RTCP transport port and optionally network address transmission, see IETF RFC 3605 [7].

The MGC shall supply the "a=rtcp" line in the RD when non-default RTCP network address or transport port values are used by the peer media entity.

"RTCP transport address control" should be supported by MG.

2) Application " Media interworking (transcoding)":

The "a=" line provides the complementary information for the "m=" line with regards to a specified media type/format (e.g. an optional SDP „a=ptime" line for a particular media format).

For a dynamic RTP payload type, for each media information on the codec type shall be provided in a separate SDP "a=rtpmap"line and possibly additional SDP "a=fmtp"-line(s). For AVPF transport, the "rtcp-fb" SDP attribute defined in IETF RFC 4585 [30] may be used to provide the feedback message types the TrGW is allowed to send and to indicate RTCP timing information. (NOTE)

	NOTE:    Media Interworking is optional for IMS-Ix and not required for CS-Ix.
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