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* * * First Change * * * *

8.17
RAT Type

RAT Type is coded as depicted in Figure 8.17-1.

	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	1
	Type = 82 (decimal)
	

	
	2 to 3
	Length = n
	

	
	4
	Spare
	Instance
	

	
	5
	RAT Type
	

	
	6 to (n+4)
	These octet(s) is/are present only if explicitly specified
	


Figure 8.17-1: RAT Type

Table 8.17-1: RAT Type values

	RAT Types
	Values (Decimal)

	<reserved>
	0

	UTRAN
	1

	GERAN
	2

	WLAN
	3

	GAN
	4

	HSPA Evolution
	5

	EUTRAN
	6

	Virtual
	7

	<spare>
	8-255


* * * Second Change * * * *

8.29
Charging ID

 The Charging ID is coded as depicted in Figure 8.29-1. It is defined in 3GPP TS 32.251[8].  
	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	1
	Type = 94 (decimal)
	

	
	2 to 3
	Length = n
	

	
	4
	Spare
	Instance
	

	
	5-8
	Charging ID value
	

	
	9-(n+4)
	These octet(s) is/are present only if explicitly specified
	


Figure 8.29-1: Charging ID
* * * Third Change * * * *

8.56
UDP Source Port Number

UDP Source Port Number is coded as depicted in Figure 8.56-1. 

	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	1
	Type = 126 (decimal)
	

	
	2 to 3
	Length = n
	

	
	4
	Spare
	Instance
	

	
	5 to 6
	UDP Source Port Number
	

	
	7 to (n+4)
	These octet(s) is/are present only if explicitly specified
	


Figure 8.56-1: UDP Source Port Number

* * * Fourth Change * * * *

8.58
Selection Mode

The Selection mode information element indicates the origin of the APN in the message. 

	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	1
	Type = 128 (decimal)
	

	
	2 to 3
	Length = n
	

	
	4
	Spare
	Instance
	

	
	5
	Spare
	Selec. Mode
	

	
	6 to (n+4)
	These octet(s) is/are present only if explicitly specified
	


Figure 8.58-1: Selection Mode Information Element

Table 8.58-1: Selection Mode Values
	Selection mode value
	Value (Decimal)

	MS or network provided APN, subscribed verified
	0

	MS provided APN, subscription not verified
	1

	Network provided APN, subscription not verified
	2

	For future use. Shall not be sent. If received, shall be interpreted as the value "2".
	3


* * * Fifth Change * * * *

8.65
Node Type

Node Type is coded as this is depicted in Figure 8.65-1.

	
	
	Bits
	

	
	Octets
	8
	7
	6
	5
	4
	3
	2
	1
	

	
	1
	Type = 135 (decimal)
	

	
	2-3
	Length = n (decimal)
	

	
	4
	Spare
	Instance
	

	
	5
	Node Type
	

	
	6-(n+4)
	These octet(s) is/are present only if explicitly specified
	


Figure 8.65-1: Node Type
Node type values are specified in Table 8.65-1.
Table 8. 65-1: Node Type values

	Node Types
	Values (Decimal)

	MME
	0

	SGSN
	1

	<spare>
	2-255


* * * End of Change * * * *
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