3GPP TSG CT Meeting #51
CP-110097
Kansas City, US 16th  – 18th March 2011
Presentation of Specification to TSG

Presentation to:
TSG CT Meeting #51
Document for presentation:
3GPP TS 23.284, Version 2.0.0
Title:
3GPP TS 23.284 on Local Call Local Switch Stage 2 Rel-10
Presented for:
Approval
Abstract of document:

The present document defines the Stage 2 description for the Local Call Local Switch feature.  Local Call Local Switch may be implemented in both BICC based CS core networks as defined in 3GPP TS 23.205 [2] and SIP-I based CS core networks as defined in 3GPP TS 23.231 [3], with a GSM/EDGE Radio Access Network supporting either TDM based or IP based A interface.

This stage 2 shall cover the information flows between the GMSC server, MSC server and media gateways that are required to support Local Call Local Switching highlighting the specific requirements in addition to those defined for BICC based CS core networks 3GPP TS 23.205 [2] and SIP-I based CS core networks 3GPP TS 23.231 [3]. Note that nothing in the present document shall preclude an implementation of a combined MSC Server and MGW. The present document shall show the CS core network termination of the A interface, and the information flows between the BSS and the MSC server, in order to cover the information flow stimulus to the core network and describe the interaction with the supplementary and value added services and capabilities.
Changes since last presentation to TSG CT
3GPP TS was presented for information at CT#50.
All previously identified outstanding issues have been resolved (e.g. Handover/Relocation, MGW/User plane actions, Backward Bearer Establishment, SIP-I call flows, interaction with Supplementary Services and existing features, UL/DL access simultaneously in the BSS).
Outstanding Issues:

None.
Contentious Issues:
None.
