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This document contains CRs on PCC in SAE that have been agreed by TSG CT WG3, and is forwarded to TSG CT Plenary for approval.
	CT3#
	Title
	Spec
	CR
	Rev
	Cat
	Rel
	Ver
	Work Item

	333
	Access type for QOS_CHANGE and QOS_CHANGE_EXCEEDING_AUTHORIZATION
	29.212
	581
	1
	F
	8
	8.10.0
	SAES-St3-PCC

	334
	Access type for QOS_CHANGE and QOS_CHANGE_EXCEEDING_AUTHORIZATION
	29.212
	558
	2
	A
	9
	9.5.0
	SAES-St3-PCC

	335
	Access type for QOS_CHANGE and QOS_CHANGE_EXCEEDING_AUTHORIZATION
	29.212
	559
	2
	A
	10
	10.1.0
	SAES-St3-PCC

	660
	Correct the description of Gateway Control session for case 2a
	29.213
	312
	1
	F
	8
	8.10.0
	SAES-St3-PCC

	661
	Correct the description of Gateway Control session for case 2a
	29.213
	313
	1
	A
	9
	9.5.0
	SAES-St3-PCC

	596
	Correct the description of Gateway Control session for case 2a
	29.213
	314
	1
	A
	10
	10.0.0
	SAES-St3-PCC

	339
	Correction to the descriptions of multiple BBERF scenario
	29.215
	138
	-
	F
	8
	8.8.0
	SAES-St3-PCC

	340
	Correction to the descriptions of multiple BBERF scenario
	29.215
	139
	-
	A
	9
	9.5.0
	SAES-St3-PCC

	341
	Correction to the descriptions of multiple BBERF scenario
	29.215
	134
	2
	A
	10
	10.0.0
	SAES-St3-PCC

	592
	Mapping between EPS and Rel-99 QoS parameters
	29.212
	582
	1
	F
	8
	8.10.0
	SAES-St3-PCC

	593
	Mapping between EPS and Rel-99 QoS parameters
	29.212
	583
	1
	A
	9
	9.5.0
	SAES-St3-PCC

	594
	Mapping between EPS and Rel-99 QoS parameters
	29.212
	584
	1
	A
	10
	10.1.0
	SAES-St3-PCC

	440
	M-bit cleared for AVPs related to a supported feature
	29.212
	585
	-
	F
	8
	8.10.0
	SAES-St3-PCC

	441
	M-bit cleared for AVPs related to a supported feature
	29.212
	586
	-
	A
	9
	9.5.0
	SAES-St3-PCC

	442
	M-bit cleared for AVPs related to a supported feature
	29.212
	571
	2
	A
	10
	10.1.0
	SAES-St3-PCC

	202
	Modification failure of APN-AMBR and Default EPS Bearer QoS
	29.212
	566
	1
	F
	8
	8.10.0
	SAES-St3-PCC

	203
	Modification failure of APN-AMBR and Default EPS Bearer QoS
	29.212
	567
	1
	A
	9
	9.5.0
	SAES-St3-PCC

	204
	Modification failure of APN-AMBR and Default EPS Bearer QoS
	29.212
	568
	1
	A
	10
	10.1.0
	SAES-St3-PCC

	148
	Modification failure of APN-AMBR and Default EPS Bearer QoS in romaing case
	29.215
	129
	-
	F
	8
	8.8.0
	SAES-St3-PCC

	149
	Modification failure of APN-AMBR and Default EPS Bearer QoS in romaing case
	29.215
	130
	-
	A
	9
	9.5.0
	SAES-St3-PCC

	150
	Modification failure of APN-AMBR and Default EPS Bearer QoS in romaing case
	29.215
	131
	-
	A
	10
	10.0.0
	SAES-St3-PCC

	205
	Reference to 3GPP2 updated
	29.212
	577
	1
	F
	8
	8.10.0
	SAES-St3-PCC

	206
	Reference to 3GPP2 updated
	29.212
	578
	1
	A
	9
	9.5.0
	SAES-St3-PCC

	207
	Reference to 3GPP2 updated
	29.212
	579
	1
	A
	10
	10.1.0
	SAES-St3-PCC

	511
	TFT-Packet-Filter-Information AVP over Gxx
	29.212
	591
	-
	F
	8
	8.10.0
	SAES-St3-PCC

	512
	TFT-Packet-Filter-Information AVP over Gxx
	29.212
	592
	-
	A
	9
	9.5.0
	SAES-St3-PCC

	513
	TFT-Packet-Filter-Information AVP over Gxx
	29.212
	593
	-
	A
	10
	10.1.0
	SAES-St3-PCC

	631
	The V-PCRF finds the H-PCRF when AF locates in VPLMN
	29.215
	149
	-
	F
	8
	8.8.0
	SAES-St3-PCC

	632
	The V-PCRF finds the H-PCRF when AF locates in VPLMN
	29.215
	150
	-
	A
	9
	9.5.0
	SAES-St3-PCC

	633
	The V-PCRF finds the H-PCRF when AF locates in VPLMN
	29.215
	151
	-
	A
	10
	10.0.0
	SAES-St3-PCC


