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--------------------------------------------- 1st change --------------------------------------
6.1.4.4.1
Common Procedures
If the IP-SM-GW decided to send SMS-DELIVER-REPORT, it shall send the MT-FORWARD-SHORT-MESSAGE-ACK message to the SMS-GMSC in accordance with 3GPP TS 29.002 [7] and 3GPP TS 23.040 [2] with the following information:

-
Invoke Id parameter set in accordance with 3GPP TS 29.002 [7];

-
if the received SIP response is not a SIP 2xx response, then the value of the User error parameter shall be mapped from the SIP response Status Code as described in Table 6.1.4.4.1.1;

NOTE 1:
If the received SIP response is a SIP 2xx response then the User error parameter is not contained in the MT-FORWARD-SHORT-MESSAGE-ACK message.
Table 6.1.4.4.1.1: Mapping from Status Code to User error parameter

	SIP response Status Code 
	Value of the user error parameter

	3xx
	System Failure

	5xx
	System Failure

	400 Bad Request
	System Failure

	401 Unauthorized
	Illegal Subscriber indicates that delivery of the mobile terminated Short Message failed because the mobile station failed authentication

	402 Payment Required
	System Failure

	403 Forbidden
	System Failure

	404 Not Found
	Unidentified subscriber

	405 Method Not Allowed
	System Failure

	406 Not Acceptable
	System Failure

	407 Proxy authentication required
	Illegal Subscriber indicates that delivery of the mobile terminated Short Message failed because the mobile station failed authentication

	408 Request Timeout
	System Failure

	410 Gone
	System Failure

	413 Request Entity too long
	System Failure

	414 Request-URI too long
	System Failure

	415 Unsupported Media type
	System Failure

	416 Unsupported URI scheme
	System Failure

	420 Bad Extension
	System Failure

	421 Extension required
	System Failure

	423 Interval Too Brief
	System Failure

	433 Anonymity Disallowed.
	System Failure

	480 Temporarily Unavailable
	Absent Subscriber SM

	481 Call/Transaction does not exist
	System Failure

	482 Loop detected
	System Failure

	483 Too many hops
	System Failure

	484 Address Incomplete
	System Failure

	485 Ambiguous
	System Failure

	486 Busy Here
	Subscriber busy for MT SMS

	487 Request terminated
	System Failure

	488 Not acceptable here
	System Failure

	493 Undecipherable
	System Failure

	600 Busy Everywhere
	Subscriber busy for MT SMS

	603 Decline
	Subscriber busy for MT SMS

	604 Does not exist anywhere
	Unidentified subscriber

	606 Not acceptable
	System Failure


-
SM-RP-UI set to SMS-DELIVER-REPORT; and

-
the elements of the SMS-DELIVER-REPORT shall be set as described in 3GPP TS 23.040 [2] with the following information:

a)
TP-MTI element set to 00 (SMS-DELIVER-REPORT);

b)
TP-PI element set in accordance with 3GPP TS 23.040 [2];

c)
TP-PID element set to 00000000 (SME-to-SME protocol);

d)
TP-DCS element set in accordance with 3GPP TS 23.040 [2];

e)
TP-UDL element set in accordance with 3GPP TS 23.040 [2];

f)
TP-UD element set in accordance with 3GPP TS 23.040 [2]; and

g)
If the received SIP response is not a SIP 2xx response, then the value of the TP-FCS element shall be mapped from the SIP response Status Code as described in Table 6.1.4.4.1.2.
NOTE 2:
If the received SIP response is a SIP 2xx response then the TP-FCS element is not contained in the SMS-DELIVER-REPORT.
Table 6.1.4.4.1.2: Mapping from Status Code to TP-FCS element

	SIP response Status Code
	Value of the TP-FCS element

	3xx
	FF Unspecified error cause

	5xx
	FF Unspecified error cause

	400 Bad Request
	FF Unspecified error cause

	401 Unauthorized
	FF Unspecified error cause

	402 Payment Required
	FF Unspecified error cause

	403 Forbidden
	FF Unspecified error cause

	404 Not Found
	FF Unspecified error cause

	405 Method Not Allowed
	FF Unspecified error cause

	406 Not Acceptable
	FF Unspecified error cause

	407 Proxy authentication required
	FF Unspecified error cause

	408 Request Timeout
	FF Unspecified error cause

	410 Gone
	FF Unspecified error cause

	413 Request Entity too long
	FF Unspecified error cause

	414 Request-URI too long
	FF Unspecified error cause

	415 Unsupported Media type
	FF Unspecified error cause

	416 Unsupported URI scheme
	FF Unspecified error cause

	420 Bad Extension
	FF Unspecified error cause

	421 Extension required
	FF Unspecified error cause

	423 Interval Too Brief
	FF Unspecified error cause

	433 Anonymity Disallowed.
	FF Unspecified error cause

	480 Temporarily Unavailable
	FF Unspecified error cause

	481 Call/Transaction does not exist
	FF Unspecified error cause

	482 Loop detected
	FF Unspecified error cause

	483 Too many hops
	FF Unspecified error cause

	484 Address Incomplete
	FF Unspecified error cause

	485 Ambiguous
	FF Unspecified error cause

	486 Busy Here
	D2 Error in MS

	487 Request terminated
	FF Unspecified error cause

	488 Not acceptable here
	FF Unspecified error cause

	493 Undecipherable
	FF Unspecified error cause

	600 Busy Everywhere
	D2 Error in MS

	603 Decline
	D2 Error in MS

	604 Does not exist anywhere
	FF Unspecified error cause

	606 Not acceptable
	FF Unspecified error cause


--------------------------------------------- End changes --------------------------------------
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