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* * * First Change * * * *

3.2.1
Select Message Service +CSMS

Parameter Command Syntax

	Command
	Possible response(s)

	+CSMS=<service>
	+CSMS: <mt>,<mo>,<bm>

+CMS ERROR: <err>

	+CSMS?
	+CSMS: <service>,<mt>,<mo>,<bm>

	+CSMS=?
	+CSMS: (list of supported <service>s)


Description
Set command selects messaging service <service>. It returns the types of messages supported by the ME: <mt> for mobile terminated messages, <mo> for mobile originated messages and <bm> for broadcast type messages. If chosen service is not supported by the ME (but is supported by the TA), final result code +CMS ERROR: <err> shall be returned. See chapter Message Service Failure Result Code for a list of <err> values.

Also read command returns supported message types along the current service setting.

Test command returns a list of all services supported by the TA.

Defined Values
<service>:

0
3GPP TS 23.040 [3] and 3GPP TS 23.041 [4] 

1
3GPP TS 23.040 [3] and 3GPP TS 23.041 [4]the requirement of <service> setting 1 is mentioned under corresponding command descriptions)

2...127
reserved

128...

manufacturer specific

<mt>, <mo>, <bm>:

0
type not supported

1
type supported

Implementation
Mandatory if SMS is supported.

3.2.2
Preferred Message Storage +CPMS

Parameter Command Syntax

	Command
	Possible response(s)

	+CPMS=<mem1>[, <mem2>[,<mem3>]]
	+CPMS: <used1>,<total1>,<used2>,<total2>,<used3>,<total3>

+CMS ERROR: <err>

	+CPMS?
	+CPMS: <mem1>,<used1>,<total1>,<mem2>,<used2>,<total2>,

<mem3>,<used3>,<total3>

+CMS ERROR: <err>

	+CPMS=?
	+CPMS: (list of supported <mem1>s),(list of supported <mem2>s),

(list of supported <mem3>s)


Description
Set command selects memory storages <mem1>, <mem2> and <mem3> to be used for reading, writing, etc. If chosen storage is not appropriate for the ME (but is supported by the TA), final result code +CMS ERROR: <err> shall be returned. See chapter Message Service Failure Result Code for a list of possible <err> values.

Test command returns lists of memory storages supported by the TA.

Implementation
Mandatory if SMS is supported.

3.2.3
Message Format +CMGF

Parameter Command Syntax

	Command
	Possible response(s)

	+CMGF=[<mode>]
	

	+CMGF?
	+CMGF: <mode>

	+CMGF=?
	+CMGF: (list of supported <mode>s)


Description
Set command tells the TA, which input and output format of messages to use. <mode> indicates the format of messages used with send, list, read and write commands and unsolicited result codes resulting from received messages. Mode can be either PDU mode (entire TP data units used) or text mode (headers and body of the messages given as separate parameters). Text mode uses the value of parameter <chset> specified by command Select TE Character Set +CSCS to inform the character set to be used in the message body in the TA-TE interface.

Test command returns supported modes as a compound value.

Defined Values
<mode>:

0
PDU mode (default when implemented)

1
text mode

Implementation
Mandatory if SMS is supported also when only one mode implemented.

* * * Next Change * * * *

3.2.5
Message Service Failure Result Code +CMS ERROR

Final result code +CMS ERROR: <err> indicates an error related to mobile equipment or network. The operation is similar to ERROR result code. None of the following commands in the same command line is executed. Neither ERROR nor OK result code shall be returned. ERROR is returned normally when error is related to syntax or invalid parameters.

Defined Values
<err> values used by common messaging commands:

0...127
3GPP TS 24.011 [6] clause E.2 values 

128...255
3GPP TS 23.040 [3] clause 9.2.3.22 values. 

300
ME failure

301
SMS service of ME reserved

302
operation not allowed

303
operation not supported

304
invalid PDU mode parameter

305
invalid text mode parameter

310
(U)SIM not inserted

311
(U)SIM PIN required

312
PH-(U)SIM PIN required

313
(U)SIM failure

314
(U)SIM busy

315
(U)SIM wrong

316
(U)SIM PUK required

317
(U)SIM PIN2 required

318
(U)SIM PUK2 required

320
memory failure

321
invalid memory index

322
memory full

330
SMSC address unknown

331
no network service

332
network timeout

340
no +CNMA acknowledgement expected

500
unknown error

...511
other values in range 256...511 are reserved

512...
manufacturer specific

Implementation
Mandatory if SMS is supported.

* * * Next Change * * * *

3.3.1
Service Centre Address +CSCA

Parameter Command Syntax

	Command
	Possible response(s)

	+CSCA=<sca>[,<tosca>]
	

	+CSCA?
	+CSCA: <sca>,<tosca>

	+CSCA=?
	


Description
Set command updates the SMSC address, through which mobile originated SMs are transmitted. In text mode, setting is used by send and write commands. In PDU mode, setting is used by the same commands, but only when the length of the SMSC address coded into <pdu> parameter equals zero.

Implementation
Mandatory if SMS is supported.
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