3GPP TSG CT #52
CP-110462
Bratislava. SLOVAKIA, 1st – 3rd June 2011

Source:
CT1
Title:
CR pack on NIMTC - pack 1
Agenda item:
11.18
Document for:
APPROVAL
	Spec
	CR
	Rev
	Phase
	Subject
	Cat
	Doc-2nd-Level
	WorkItem

	24.008
	1791
	2
	Rel-10
	Addition of MM backoff timer for CS
	B
	C1-112330
	NIMTC

	24.008
	1801
	1
	Rel-10
	alignment about MM congestion control
	F
	C1-112129
	NIMTC

	24.301
	1068
	1
	Rel-10
	alignment about MM congestion control
	F
	C1-112130
	NIMTC

	24.008
	1822
	2
	Rel-10
	Attach with IMSI in CS domain at PLMN change for MTC devices
	F
	C1-112325
	NIMTC

	24.008
	1812
	1
	Rel-10
	Clarification about APN based congestion control procedure
	F
	C1-112158
	NIMTC

	24.301
	1093
	1
	Rel-10
	Clarification about APN based congeston control procedure
	F
	C1-112159
	NIMTC

	24.008
	1779
	1
	Rel-10
	Clearly specify conditions for UE actions at switch off for T3245, T3346 and T3396.
	F
	C1-112105
	NIMTC

	24.301
	1046
	1
	Rel-10
	Clearly specify conditions for UE actions at switch off for T3245, T3446 and T3496.
	F
	C1-112104
	NIMTC

	24.008
	1815
	2
	Rel-10
	Correction of T3396 handling for PDN connection reactivation
	F
	C1-112317
	NIMTC

	24.301
	1096
	2
	Rel-10
	Correction of T3396 handling for PDN connection reactivation
	F
	C1-112316
	NIMTC

	24.008
	1808
	2
	Rel-10
	Correction on MS behavior for SM cause #26 and #27
	F
	C1-112312
	NIMTC

	24.301
	1083
	2
	Rel-10
	Correction on UE behavior for ESM cause #26 and #27
	F
	C1-112311
	NIMTC

	24.301
	1089
	-
	Rel-10
	Correction to sub-clause reference
	F
	C1-111856
	NIMTC

	24.301
	1065
	1
	Rel-10
	Correction to the service request procedure
	F
	C1-112132
	NIMTC

	24.008
	1776
	2
	Rel-10
	Corrections for overload behavior
	F
	C1-112188
	NIMTC

	24.301
	1039
	1
	Rel-10
	Corrections for overload behavior
	F
	C1-111998
	NIMTC

	24.008
	1799
	2
	Rel-10
	Emergency attach during backoff
	B
	C1-112323
	NIMTC

	24.301
	1064
	2
	Rel-10
	Emergency attach during backoff
	B
	C1-112322
	NIMTC

	24.301
	1047
	1
	Rel-10
	Further clarification of PLMN reselection and handling of EMM back-off timer
	F
	C1-112106
	NIMTC

	24.008
	1780
	1
	Rel-10
	Further clarification of PLMN reselection and handling of MM back-off timer
	F
	C1-112107
	NIMTC

	24.008
	1798
	2
	Rel-10
	Handling Network initiated procedure when backoff timer is running
	B
	C1-112319
	NIMTC

	24.301
	1063
	2
	Rel-10
	Handling Network initiated procedure when backoff timer is running
	B
	C1-112331
	NIMTC

	24.008
	1796
	2
	Rel-10
	Inter RAT Change
	F
	C1-112320
	NIMTC

	24.301
	1061
	2
	Rel-10
	Inter RAT Change
	F
	C1-112318
	NIMTC

	24.301
	1055
	1
	Rel-10
	Missing abnormal handling of EXTENDED SERVICE REQUEST
	F
	C1-112108
	NIMTC

	24.008
	1820
	1
	Rel-10
	Per MS T3212 rather than T3212 multiplier
	F
	C1-112163
	NIMTC

	23.122
	0206
	1
	Rel-10
	Reference to NAS configuration in USIM
	B
	C1-112118
	NIMTC

	24.008
	1795
	1
	Rel-10
	Reference to NAS configuration in USIM
	B
	C1-112119
	NIMTC

	24.301
	1060
	1
	Rel-10
	Reference to NAS configuration in USIM
	B
	C1-112120
	NIMTC

	24.368
	0001
	1
	Rel-10
	Reference to NAS configuration in USIM
	B
	C1-112117
	NIMTC

	24.301
	1057
	1
	Rel-10
	Replace T3446 with T3346
	F
	C1-112116
	NIMTC

	24.301
	1081
	-
	Rel-10
	RRC establishment cause for MT services
	F
	C1-111845
	NIMTC

	24.008
	1792
	-
	Rel-10
	Specification of missing timer identities
	F
	C1-111748
	NIMTC

	24.301
	1084
	1
	Rel-10
	TAU attempt counter reset under T3446 running
	F
	C1-112131
	NIMTC


