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	Reason for change:
(

	During the SA2#83 meeting, it was agreed that low access priority shall not be applicable in the following situations:

-
for all procedures related to an emergency PDN connection;

-
for all procedures when preferential access to the network is provided to the UE by the Access Class 11-15 mechanism; or
-
for RRC connection establishment procedures when responding to paging.
Following the new SA2 requirement above, the UE shall not indicate the low priority indicator to the network even for the case the UE is configured for NAS signalling low priority.

Furthermore, the Device properties IE was a device level IE and currently only one bit of this IE is used to indicate whether a device is configured for NAS signalling low priority or not.

In Rel-11 onwards, the other spare bit of the Device properties IE might possibly be used for other device level properties as per SA2 dicussions and which may need to be indicated to the network even in the above cases. To achieve a future compatible solution, and consistent device implementation through different releases, it seems a good logic to always include the Device properties IE by the UE configured for NAS signalling low priority but not setting the low priority bit in the IE for the cases indicated by the new SA2 requirement. 


	
	

	Summary of change:
(

	TS 24.301 is updated in order to aligned with the new SA2 requirement.  A UE configured for NAS signalling low priority shall not set the low priority indicator bit in the Device properties IE in the following cases:

- 
the UE has a PDN connection for emergency bearer services established or is establishing a PDN connection for emergency bearer services;

-
the UE accessing the network with access class 11 – 15 and access class is not barred; or

- 
the UE responds to paging.


	
	

	Consequences if 
(

not approved:
	Stage 2 requirement is not part of stage 3, and therefore the NIMTC work remains incomplete. This results in undesirable effects, since if the NAS level congestion control was active in the network, the requested emergency / priority service or MT sevice will be preferred rejected which impacts the user experience and the perception of the service.
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* * * * First Change * * * *

4.2A
Handling of NAS signalling low priority indication
A UE configured for NAS signalling low priority indicates this by including the Device properties IE in the appropriate NAS message and setting the low priority indicöator to "MS is configured for NAS signalling low priority", except for the following cases in which the UE shall set the low priority indicator to "MS is not configured for NAS signalling low priority":
- 
the UE has a PDN connection for emergency bearer services established or is establishing a PDN connection for emergency bearer services;

-
the UE is accessing the network with access class 11 – 15; or
- 
the UE responds to paging.
The network may use the NAS signalling low priority indication for NAS level congestion control. The there is a need of communicating with 
If the NAS signalling low priority indication is provided in a PDN CONNECTIVITY REQUEST message, the MME stores the NAS signalling low priority indication within the default EPS bearer context activated due to the PDN connectivity request procedure.
* * * * End of Change * * * *
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