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This document contains CRs on PCC in SAE from Rel-8 that have been agreed by TSG CT WG3, and is forwarded to TSG CT Plenary for approval.
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	Title
	Spec
	CR
	Rev
	Cat
	Rel
	Ver
	Work Item

	1555
	Correction on DRA support for Rx interactions
	29.213
	328
	1
	F
	8
	8.11.0
	SAES-St3-CT3

	1556
	Correction on DRA support for Rx interactions
	29.213
	329
	1
	A
	9
	9.6.0
	SAES-St3-CT3

	1557
	Correction on DRA support for Rx interactions
	29.213
	330
	1
	A
	10
	10.2.0
	SAES-St3-CT3

	1429
	Correction to the architecture figure(Rel-8)
	29.212
	694
	-
	F
	8
	8.12.0
	SAES-St3-CT3

	1430
	Correction to the architecture figure(Rel-9)
	29.212
	695
	-
	A
	9
	9.7.0
	SAES-St3-CT3

	1431
	Correction to the architecture figure(Rel-10)
	29.212
	696
	-
	A
	10
	10.3.0
	SAES-St3-CT3

	1432
	Correction to the architecture figure(Rel-11)
	29.212
	697
	-
	A
	11
	11.1.0
	SAES-St3-CT3

	1437
	Correction to the architecture figure(Rel-8)
	29.214
	196
	-
	F
	8
	8.10.0
	SAES-St3-CT3

	1438
	Correction to the architecture figure(Rel-9)
	29.214
	197
	-
	A
	9
	9.7.0
	SAES-St3-CT3

	1439
	Correction to the architecture figure(Rel-10)
	29.214
	198
	-
	A
	10
	10.3.0
	SAES-St3-CT3

	1440
	Correction to the architecture figure(Rel-11)
	29.214
	199
	-
	A
	11
	11.1.0
	SAES-St3-CT3

	1441
	Correction to the architecture figure(Rel-8)
	29.215
	179
	-
	F
	8
	8.10.0
	SAES-St3-CT3

	1442
	Correction to the architecture figure(Rel-9)
	29.215
	180
	-
	A
	9
	9.7.0
	SAES-St3-CT3

	1443
	Correction to the architecture figure(Rel-10)
	29.215
	181
	-
	A
	10
	10.2.0
	SAES-St3-CT3

	1444
	Correction to the architecture figure(Rel-11)
	29.215
	182
	-
	A
	11
	11.1.0
	SAES-St3-CT3

	1297
	Gn/Gp PGW internal bearer MBR mediation in relation to APN-AMBR
	29.212
	651
	-
	F
	8
	8.12.0
	SAES-St3-CT3

	1298
	Gn/Gp PGW internal bearer MBR mediation in relation to APN-AMBR
	29.212
	652
	-
	A
	9
	9.7.0
	SAES-St3-CT3

	1299
	Gn/Gp PGW internal bearer MBR mediation in relation to APN-AMBR
	29.212
	653
	-
	A
	10
	10.3.0
	SAES-St3-CT3

	1300
	Gn/Gp PGW internal bearer MBR mediation in relation to APN-AMBR
	29.212
	654
	-
	A
	11
	11.1.0
	SAES-St3-CT3

	1528
	PCEF-initiated IP-CAN session modification step reference correction
	29.213
	351
	-
	F
	8
	8.11.0
	SAES-St3-CT3

	1529
	PCEF-initiated IP-CAN session modification step reference correction
	29.213
	352
	-
	A
	9
	9.6.0
	SAES-St3-CT3

	1530
	PCEF-initiated IP-CAN session modification step reference correction
	29.213
	353
	-
	A
	10
	10.2.0
	SAES-St3-CT3

	1558
	QoS Modification failure handling
	29.212
	655
	1
	F
	8
	8.12.0
	SAES-St3-CT3

	1559
	QoS Modification failure handling
	29.212
	656
	1
	A
	9
	9.7.0
	SAES-St3-CT3

	1560
	QoS Modification failure handling
	29.212
	657
	1
	A
	10
	10.3.0
	SAES-St3-CT3

	1561
	QoS Modification failure handling
	29.212
	658
	1
	A
	11
	11.1.0
	SAES-St3-CT3

	1303
	Support of speech SRVCC and the usage of QCI=1
	29.213
	331
	-
	F
	8
	8.11.0
	SAES-St3-CT3

	1304
	Support of speech SRVCC and the usage of QCI=1
	29.213
	332
	-
	A
	9
	9.6.0
	SAES-St3-CT3

	1305
	Support of speech SRVCC and the usage of QCI=1
	29.213
	333
	-
	A
	10
	10.2.0
	SAES-St3-CT3

	1624
	UE IPv6 prefix allocation clean-up
	29.214
	200
	1
	F
	8
	 8.10.0
	SAES-St3-CT3

	1625
	UE IPv6 prefix allocation clean-up
	29.214
	201
	1
	A
	9
	9.7.0
	SAES-St3-CT3

	1626
	UE IPv6 prefix allocation clean-up
	29.214
	194
	2
	A
	10
	10.3.0
	SAES-St3-CT3

	1627
	UE IPv6 prefix allocation clean-up
	29.214
	195
	2
	A
	11
	11.1.0
	SAES-St3-CT3

	1564
	Usage limitation of the deferred PCC&QoS rule
	29.212
	698
	1
	F
	8
	8.12.0
	SAES-St3-CT3

	1565
	Usage limitation of the deferred PCC&QoS rule
	29.212
	699
	1
	A
	9
	9.7.0
	SAES-St3-CT3

	1566
	Usage limitation of the deferred PCC&QoS rule
	29.212
	700
	1
	A
	10
	10.3.0
	SAES-St3-CT3

	1567
	Usage limitation of the deferred PCC&QoS rule
	29.212
	701
	1
	A
	11
	11.1.0
	


