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	At the moment the SCC AS can not see any difference between UE's connected via fixed access (out of scope of 3GPP TS 24.237) and an SC UE not implementing ICS. Instead an SIP request (e.g. the INVITE request) will be forked to both the UE connected to the fixed access and to the SC UE.
However, in the subclause 6.2 an SC UE not supporting ICS is mandated to register the g.3gpp.accesstype if multiple registrations are supported.

This requirement could be extended to all SC UEs not supporting ICS to solve the forking issue.
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------------------------------------------- 1st change----------------------------------------------
6.2
SC UE

Prior to performing IMS registration, if the SC UE supports ICS capabilities as defined in 3GPP TS 24.292 [4], the SC UE shall check that IMS service continuity using ICS is enabled. An indication that SC using ICS is enabled or disabled can be found in the ICS MO ICS_Capabilities_Enabled leaf node (see 3GPP TS 24.286 [23]).

The SC UE shall follow the procedures specified in 3GPP TS 24.229 [2] for registration of the UE in the IM CN subsystem.
If SC using ICS is enabled then prior to making use of ICS procedures, the SC UE shall follow the procedures specified in 3GPP TS 24.292 [4] for registration of the ICS UE in the IM CN subsystem.
The SC UE shall include the g.3gpp.accesstype media feature tag as described in subclause B.3 of 3GPP TS 24.292 [4] in the Contact header field of the SIP REGISTER request.

----------------------------------------- End changes---------------------------------------------
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