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* * * Next Change * * * *

7.2.3.2.1.2
Terminating MSC-S

If the MSC server received an initial INVITE request from the preceding node and has not yet sent out a final response for the initial INVITE request, the MSC server shall send an appropriate failure response for the initial INVITE request to the preceding node. 

The MSC server shall then perform the normal bearer release according to 7.2.6.
If the call set-up fails and the MSC server plays an in-band tone or announcement to signal to the calling user the reason of the call failure, the MSC server shall initiate the call clearing with the SIP response code mapped from the ISUP cause No. 31 as specified in Table 9 of 3GPP TS 29.163 [x], and with encapsulated REL message with cause No. 31 "Normal, unspecified".
* * * Next Change * * * *

13.11.3
Anonymous Call Rejection (ACR)

The call shall be handled as for other call barring procedures, with the additions as specified for the Anonymous Call Rejection service in 3GPP TS 23.205 [7] sub-clause 13.11.3 shall be followed, and with the following modifications:

-
the procedures for providing in-band information defined in sub-clause 14.6 shall be applied;
-
the GMSC Server shall send a 183 message with encapsulated ACM or CPG including cause no. 24 before applying the announcement; 
-
after the announcement has been completed, the GMSC server shall initiate the call clearing according to clause 7. 

* * * End of Changes * * * *
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