Page 1



3GPP TSG CT WG1 Meeting #74
















C1-113981
Hyderabad (India), 10-14 October 2011
	CR-Form-v9.9

	CHANGE REQUEST

	

	(

	24.301
	CR
	1237
	(

rev
	-
	(

Current version:
	10.4.0
	(


	

	For HELP on using this form look at the pop-up text over the (
 symbols. Comprehensive instructions on how to use this form can be found at http://www.3gpp.org/specs/CR.htm.

	


	Proposed change affects:
(

	UICC apps(

	
	ME
	x
	Radio Access Network
	
	Core Network
	


	

	Title:
(

	Trigger to stop T3246

	
	

	Source to WG:
(

	InterDigital Communications LLC

	Source to TSG:
(

	C1

	
	

	Work item code:
(

	NIMTC
	
	Date: (

	29/09/2011

	
	
	
	
	

	Category:
(

	F
	
	Release: (

	Rel-10

	
	Use one of the following categories:
F  (correction)
A  (corresponds to a correction in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
R99
(Release 1999)
Rel-4
(Release 4)
Rel-5
(Release 5)
Rel-6
(Release 6)
Rel-7
(Release 7)
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)

	
	

	Reason for change:
(

	It has already been specified that a UE which is EPS/IMSI attached will stop T3246 if paged in LTE for CSFB (see C1-113658). A UE when in state EMM-IDLE can realize that the source of the paging is the CS domain based on the CN domain indicator in the paging message. Thus, the UE can use this indication to stop T3246 if running. However, a UE in EMM-IDLE state may also be paged for a MT SMS, but the CN indicator is NOT set to “CS” – instead it is set to “PS”. Thus, the receipt of this paging, even though it is triggered by the MT SMS, will not cause the stoping of T3246. The UE should, however, stop the T3246, if running, since the MSC/VLR will not initiate the MT SMS transmission if still congested (similar to MT CSFB). Thus, it is needed to use the receipt of an SMS message at the UE as a trigger to stop T3246. Otherwise, the timer remains running and the UE will not be able to get MO services if it reselects to GERAN/UTRAN.
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	The UE stops T3246, if running, when a DL NAS TRANSPORT message is received.
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	T3246 can still be running in the UE thus prohibiting the UE from having MO services (when in CS domain) even though congestion at the MSC/VLR has indeed terminated.
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################################### CHANGE ###################################
5.6.3.3
Network initiated transport of NAS messages
The network initiates the procedure by sending a DOWNLINK NAS TRANSPORT message. When receiving the DOWNLINK NAS TRANSPORT message, the UE shall stop T3246 if running and the EMM entity in the UE shall forward the contents of the NAS message container IE to the SMS entity.
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