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	CR
	Rev
	Phase
	Subject
	Cat
	Doc-2nd-Level
	WorkItem

	24.234
	0109
	1
	Rel-11
	"HPLMN Direct Access Indicator" and 802.1x usage
	F
	C1-120519
	TEI11

	27.007
	0331
	1
	Rel-11
	+CREG, +CGREG and +CEREG, addition of cause values
	C
	C1-120656
	TEI11

	27.007
	0338
	1
	Rel-11
	Adding +CASIMS: SMS using IMS support indication
	B
	C1-120663
	TEI11

	27.007
	0335
	-
	Rel-11
	Alignment of descriptions for context parameters
	F
	C1-120105
	TEI11

	24.008
	2049
	-
	Rel-11
	Clarification and alignment of CC#38 applicability
	F
	C1-120227
	TEI11

	24.008
	2068
	1
	Rel-11
	Clarification of location update type for manual CSG selection
	F
	C1-120680
	TEI11

	27.007
	0340
	-
	Rel-11
	Correct +CREG reported status
	F
	C1-120310
	TEI11

	29.018
	0094
	1
	Rel-11
	Correct the behaviors of the VLR during the implicit IMSI detach procedure
	F
	C1-120679
	TEI11

	24.008
	2052
	1
	Rel-11
	Correction of "Extended Wait Time" in the timer tables.
	F
	C1-120720
	TEI11

	27.007
	0327
	1
	Rel-11
	Correction of action command syntax according to V.250
	F
	C1-120655
	TEI11

	27.007
	0329
	-
	Rel-11
	Correction of AT-command +CALCC
	F
	C1-120024
	TEI11

	23.041
	0084
	-
	Rel-11
	Correction of binary coding in clause 9.4.1.2.2
	F
	C1-120285
	TEI11

	24.008
	2061
	1
	Rel-11
	Correction of LAU trigger when EMM/GMM backoff
	F
	C1-120675
	TEI11

	24.008
	2046
	-
	Rel-11
	Correction of the Emergency number list IE
	F
	C1-120151
	TEI11

	24.301
	1356
	1
	Rel-11
	Correction on MO CSFB handling
	F
	C1-120721
	TEI11

	27.007
	0342
	-
	Rel-11
	Corrections to CPNER parameters
	F
	C1-120436
	TEI11

	24.301
	1316
	-
	Rel-11
	Definition of “chosen PLMN”
	F
	C1-120084
	TEI11

	24.008
	1994
	3
	Rel-11
	Handling of security related parameters at switch on and switch off
	F
	C1-120657
	TEI11

	23.040
	0116
	1
	Rel-11
	IETF reference update
	F
	C1-120673
	TEI11

	24.327
	0045
	1
	Rel-11
	IETF reference update
	F
	C1-120671
	TEI11

	27.007
	0332
	-
	Rel-11
	Indication of optional parameter in AT-command syntax
	F
	C1-120027
	TEI11

	24.008
	2060
	2
	Rel-11
	Indication of supporting T3312 extended value in RAU
	F
	C1-120838
	TEI11

	24.301
	1375
	-
	Rel-11
	Indication of supporting T3412 extended value in TAU
	F
	C1-120870
	TEI11

	24.301
	1346
	2
	Rel-11
	Local EPS bearer deactivation without ESM signalling in the network side
	F
	C1-120814
	TEI11

	24.008
	2031
	-
	Rel-11
	Normal stop of T303
	F
	C1-120093
	TEI11

	24.301
	1341
	1
	Rel-11
	Rejecting ESM messages with low priority indicator
	F
	C1-120722
	TEI11

	24.008
	2058
	1
	Rel-11
	Rejecting SM messages with low priority indicator
	A
	C1-120723
	TEI11

	24.008
	2065
	-
	Rel-11
	Removing reference to non- existent timer T3247
	D
	C1-120361
	TEI11

	27.007
	0330
	-
	Rel-11
	Response to test version of AT- commands shall not be optional
	F
	C1-120025
	TEI11

	24.008
	2026
	-
	Rel-11
	RRC Establishment cause for emergency and detach
	F
	C1-120085
	TEI11

	24.301
	1344
	1
	Rel-11
	Service request procedure when the UE has an established PDN connection for EMC
	F
	C1-120667
	TEI11

	27.007
	0337
	2
	Rel-11
	Setting configuration values specified in TS 24.167, +CEVDP, +CVDP, +CMMIVT
	B
	C1-120813
	TEI11

	23.041
	0083
	3
	Rel-11
	Sorting out inconsistency problem in ETWS/PWS specification
	B
	C1-120857
	TEI11

	27.007
	0328
	-
	Rel-11
	Usage of AT-commands in insecure scenarios
	F
	C1-120023
	TEI11


