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	Clauses affected

	23.040
	0124
	1
	Rel-11
	SMS network structure update for supporting SMS over SGs
	B
	11.1.0
	C1-78
	C1-122394
	Alcatel-Lucent, Verizon Wireless
	TEI11
	2, 4.1

	23.041
	0081
	4
	Rel-11
	Alignment of clause 9 for PWS
	C
	11.2.0
	C1-78
	C1-122384
	one2many, Ericsson, ST-Ericsson
	TEI11
	9.2, 9.2.1, 9.2.16 (new), 9.2.17 (new), 9.2.18 (new), 9.2.19 (new), 9.3.28 (new), 9.3.29 (new), 9.3.30 (new), 9.3.31 (new), 9.3.32 (new), 9.3.33 (new), 9.3.34 (new), 9.3.35 (new), 9.3.36 (new), 9.3.37 (new)

	23.041
	0091
	1
	Rel-11
	Correction to the duplication detection mechanism
	F
	11.2.0
	C1-77
	C1-121379
	Nokia Siemens Networks
	TEI11
	8.2

	23.122
	0212
	-
	Rel-11
	Correction on location registration task state
	F
	11.1.0
	C1-77
	C1-121269
	Huawei, HiSilicon
	TEI11
	4.3.3, 5

	23.122
	0217
	-
	Rel-11
	Handling of forbidden PLMNs for GPRS service list
	F
	11.1.0
	C1-78
	C1-122054
	Huawei, HiSilicon, NEC
	TEI11
	3.1

	24.007
	0094
	2
	Rel-11
	Clarify maintenance concept for this specification
	F
	10.0.0
	C1-77
	C1-121630
	NEC
	TEI11
	1, 4.3

	24.011
	0041
	1
	Rel-11
	Missing CM-Layer SDL description on UE side for supporting SMS over SGs
	B
	10.0.0
	C1-78
	C1-122383
	Alcatel-Lucent, Verizon Wireless
	TEI11
	B.1

	24.234
	0110
	1
	Rel-11
	NAI used for authentication
	F
	11.2.0
	C1-77
	C1-121377
	Ericsson, ST-Ericsson
	TEI11
	4.2.4A, 4.4.2

	24.234
	0111
	2
	Rel-11
	Correction on network selection procedure
	F
	11.2.0
	C1-78
	C1-122515
	Huawei, HiSilicon
	TEI11
	5.1

	24.302
	0190
	-
	Rel-11
	NAI used for authentication
	F
	11.2.0
	C1-77
	C1-120982
	Ericsson, ST-Ericsson
	TEI11
	6.4.2.1

	24.302
	0194
	-
	Rel-11
	Security mechanisms for tunnel setup using IPsec and IKEv2
	F
	11.2.0
	C1-77
	C1-121279
	Huawei, HiSilicon
	TEI11
	2, 7.1

	24.303
	0126
	1
	Rel-11
	Generalize handover procedure to include also Care-of Address change independent of handover
	F
	11.1.0
	C1-78
	C1-122389
	NEC
	TEI11
	5.2.1

	24.303
	0127
	1
	Rel-11
	Corrections with references
	F
	11.1.0
	C1-78
	C1-122458
	NEC
	TEI11
	2, 3.1, A.6.1, B1, B2

	24.312
	0087
	1
	Rel-11
	APN leaf usage
	F
	11.2.0
	C1-77
	C1-121378
	Qualcomm Incorporated
	TEI11
	5.7.22, 5.7.27,5.7.53

	24.312
	0089
	3
	Rel-11
	Correction to the validity constraint within ISMP
	F
	11.2.0
	C1-78
	C1-122207
	Nokia Siemens Networks, Nokia, LG Electronics
	TEI11
	3.1, 4.1.2, 5.4.10, 5.4.11, 5.4.12, 5.4.19, 5.4.20, 5.4.21, 5.4.25, 5.4.26, 5.4.29, 5.4.30, 5.4.33, 5.4.34, 5.4.38, 5.4.40, 5.4.46

	24.312
	0090
	3
	Rel-11
	Correction to the validity constraint within ISRP
	F
	11.2.0
	C1-78
	C1-122208
	Nokia Siemens Networks, Nokia, LG Electronics
	TEI11
	4.1.5, 5.7.18, 5.7.19, 5.7.28, 5.7.29, 5.7.49, 5.7.50

	27.007
	0343
	1
	Rel-11
	Alignment of response codes
	F
	11.2.0
	C1-77
	C1-121583
	ST-Ericsson, Ericsson
	TEI11
	2, 4.0, 10.1.1, 10.1.2, 10.1.3, 10.1.4, 10.1.5, 10.1.6, 10.1.7, 10.1.8, 10.1.9, 10.1.10, 10.1.11, 10.1.12, 10.1.15, 10.1.16, 10.1.17, 10.1.19, 10.1.20, 10.1.21, 10.1.22, 10.1.23, 10.1.24, 10.1.25, 10.1.28, 10.1.29, 10.1.30, 10.1.32, 10.1.34, 10.1.37

	27.007
	0344
	-
	Rel-11
	Removal of editor's note for security aspects of public warning systems in Rel-11
	F
	11.2.0
	C1-77
	C1-120924
	ST-Ericsson, Ericsson
	TEI11
	8.70

	27.007
	0345
	-
	Rel-11
	Response to +CNEM=? is missing
	F
	11.2.0
	C1-77
	C1-120925
	ST-Ericsson, Ericsson
	TEI11
	7.33

	27.007
	0346
	-
	Rel-11
	Correction of value range for <QCI>
	F
	11.2.0
	C1-77
	C1-120926
	ST-Ericsson, Ericsson
	TEI11
	10.1.26, 10.1.27

	27.007
	0347
	1
	Rel-11
	<SS_code> added to result codes +CSSI and +CSSU
	B
	11.2.0
	C1-77
	C1-121586
	ST-Ericsson, Ericsson
	TEI11
	2, 7.17

	27.007
	0348
	-
	Rel-11
	Update of AT command +CMUX
	F
	11.2.0
	C1-77
	C1-121033
	Qualcomm Incorporated, Renesas Mobile Europe
	TEI11
	5.7

	27.007
	0354
	2
	Rel-11
	Correction of TFT description
	F
	11.2.0
	C1-77
	C1-121660
	ZTE
	TEI11
	8.62, 10.1.3, 10.1.23, 10.1.25

	27.007
	0356
	-
	Rel-11
	Correction of response to +CPSB?
	F
	11.2.0
	C1-78
	C1-121896
	ST-Ericsson, Ericsson
	TEI11
	7.29

	29.018
	0101
	3
	Rel-11
	Gs Support for MSC in Pool to avoid dual VLR registration
	F
	11.2.0
	C1-78
	C1-122518
	TeliaSonera, Alcatel-Lucent
	TEI11
	6.2.1, 6.3, 17.1.11, 17.1.11.x(new), 18.3, 18.4.x(new)

	29.018
	0105
	3
	Rel-11
	Check of NAM to avoid unnecessary signalling and misalignment with stage 2
	F
	11.2.0
	C1-78
	C1-122478
	Huawei, HiSilicon
	TEI11
	6.2

	29.118
	0213
	2
	Rel-11
	SGs Support for MSC in Pool to avoid dual VLR registration
	F
	11.2.0
	C1-78
	C1-122456
	TeliaSonera, Alcatel-Lucent
	TEI11
	5.2.2.2, 5.2.3.1, 8.11.1, 8.11.x (new), 9.3, 9.4.x (new)

	44.064
	0031
	1
	Rel-11
	LLC acknowledged mode optional
	F
	10.1.0
	C1-78
	C1-122385
	Ericsson, ST-Ericsson
	TEI11
	8.5.1.2

	24.008
	2163
	1
	Rel-11
	Restatement of detach and re-attach upon end of attached for emergency bearer service - 24.008
	F
	11.2.1
	C1-78
	C1-122398
	Research In Motion UK Ltd.
	TEI11, IMS_EMER_GPRS_EPS
	4.7.4.0

	24.301
	1457
	1
	Rel-11
	Restatement of detach and re-attach upon end of attached for emergency bearer service - 24.301
	F
	11.2.1
	C1-78
	C1-122397
	Research In Motion UK Ltd.
	TEI11, IMS_EMER_GPRS_EPS
	5.5.2.1

	24.302
	0192
	1
	Rel-11
	Remove PMIP qualifier for S2a interface
	F
	11.2.0
	C1-77
	C1-121384
	Nokia Siemens Networks, Alcatel-Lucent
	TEI11, SaMOG_WLAN-CN
	6.4.4

	24.301
	1432
	2
	Rel-11
	SGs Support for MSC in Pool to avoid dual VLR registration
	F
	11.2.1
	C1-78
	C1-122454
	TeliaSonera, Alcatel-Lucent
	TEI11
	5.5.1.3.2, 5.5.3.3.2, 8.2.1.1, 8.2.29.1, 8.2.29.x(new), 9.9.3.x (new)

	24.008
	2145
	3
	Rel-11
	Gs Support for MSC in Pool to avoid dual VLR registration
	F
	11.2.1
	C1-78
	C1-122517
	TeliaSonera, Alcatel-Lucent
	TEI11
	4.7.3.2.1, 4.7.5.2.1, 9.4.1, 9.4.14, 9.4.14.x(new), 10.5.5.x (new)


