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* * * First Change * * * *

6.2.2
Command-Code values

This section defines Command-Code values for the SLh interface application as allocated by IANA.
Every command is defined by means of the ABNF syntax IETF RFC 2234 [13], according to the rules in IETF RFC 3588 [5]. In the case, the definition and use of an AVP is not specified in this document, the guidelines in IETF RFC 3588 [5] shall apply.
NOTE:
For this release, the Vendor-Specific-Application-Id AVP is included as an optional AVP in all commands in order to ensure interoperability with diameter agents following a strict implementation of IETF RFC 3588 [5], by which messages not including this AVP will be rejected. IETF RFC 3588 [5] indicates that this AVP shall be present in all proxiable commands, such as those specified here, despite that the contents of this AVP are redundant since the application identifier is already present in the command header. This AVP may be removed in subsequent revisions of this specification, once the diameter base protocol is updated accordingly.
The following Command Codes are defined in this specification:
Table 6.2.2/1: Command-Code values for SLh
	Command-Name
	Abbreviation
	Code
	Section

	LCS-Routing-Info-Request
	RIR
	8388622
	6.2.3

	LCS-Routing-Info-Answer
	RIA
	8388622
	6.2.4


For these commands, the Application-ID field shall be set to 16777291 (application identifier of the SLh interface application, allocated by IANA).
* * * Next Change * * * *

6.2.3
LCS-Routing-Info-Request (RIR) Command

The LCS-Routing-Info-Request (RIR) command, indicated by the Command-Code field set to 8388622 and the "R" bit set in the Command Flags field, is sent from GMLC to HSS. 

Message Format

< LCS-Routing-Info-Request> ::=
< Diameter Header: 8388622, REQ, PXY, 16777291 >

< Session-Id >
[ Vendor-Specific-Application-Id ]

{ Auth-Session-State }
{ Origin-Host }

{ Origin-Realm }

[ Destination-Host ]
{ Destination-Realm }
[ User-Name ]

[ MSISDN ]

[ GMLC-Number ]
*[ Supported-Features ]

*[ Proxy-Info ]

*[ Route-Record ]
*[ AVP ]

* * * Next Change * * * *

6.2.4
LCS-Routing-Info-Answer (RIA) Command

The LCS-Routing-Info-Answer (RIA) command, indicated by the Command-Code field set to 8388622 and the 'R' bit cleared in the Command Flags field, is sent from HSS to GMLC. 

Message Format

< LCS-Routing-Info-Answer> ::=
< Diameter Header: 8388622, PXY, 16777291 >



< Session-Id >
[ Vendor-Specific-Application-Id ]


[ Result-Code ]

[ Experimental-Result ] 
{ Auth-Session-State }
{ Origin-Host }

{ Origin-Realm }
*[ Supported-Features ]
[ User-Name ]
[ MSISDN ]
[ LMSI ]

[ Serving-Node ]

*[ Additional-Serving-Node ]

[ GMLC-Address ]

[ PPR-Address ]
*[ AVP ]

*[ Failed-AVP ]



*[ Proxy-Info ]

*[ Route-Record ]

* * * End of Changes * * * *
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