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5.14.3.37
Explicit Congestion Notification
for RTP-over-UDP Support (ecnrous)

Table 5.14.3.37.1: Explicit Congestion Notification for RTP-over-UDP Support package

	Properties 
	Mandatory/Optional
	Used in command
	Supported Values
	Provisioned Value

	ECN Enabled (ecnrous/ecnen, 0x010b/0x0001)
	M
	ADD, MODIFY
	True, False
	-

	Congestion Response Method (ecnrous/crm, 0x010b/0x0002)
	Not Signalled
	-
	-
	"RDCC"(0x0002)
NOTE

	Initiation Method (ecnrous/initmethod, 0x010b/0x0003)
	M
	ADD, MODIFY
	"leap", "inactive"
	"leap" 

	ECN Mode (ecnrous/mode, 0x010b/0x0004)
	Not Signalled
	-
	-
	"setonly" (0x0001) in the Remote Descriptor and "readonly" (0x0002) in the Local Descriptor

	ECT Marking (ecnrous/ectmark, 0x010b /0x0005)
	Not Signalled
	-
	-
	"0" (0x0002)

	ECN Congestion Marking (ecnrous/congestmark, 0x010b/0x0006)
	Not Signalled
	-
	-
	"nomark" (0x0003)

	ECN SDP Usage (ecnrous/ecnsdp, 0x010b/0x0007)
	Not Signalled
	-
	-
	"P" (0x0001)

	Signals
	Mandatory/Optional
	Used in command
	Duration Provisioned Value

	None
	-
	-
	-

	
	Signal Parameters
	Mandatory/

Optional
	Supported

Values
	Duration Provisioned Value

	
	-
	-
	-
	-

	Events
	Mandatory/Optional
	Used in command

	ECN Failure (ecnrous/fail, 0x010b/0x0001)
	M
	ADD, MODIFY, NOTIFY

	
	Event Parameters
	Mandatory/

Optional
	Supported

Values
	Provisioned Value

	
	-
	-
	-
	-

	
	-
	-
	-
	-

	
	ObservedEvent

Parameters
	Mandatory/

Optional
	Supported

Values
	Provisioned Value

	
	Failure Type (type,0x0001)
	Mandatory
	INIT, USE
	-

	
	Media Sender SSRC (ssrc, 0x0002)
	Not Supported
	-
	-

	Statistics
	Mandatory/Optional
	Used in command
	Supported Values

	Source  (ecnrous/ssrc, 0x010b/0x0001)
	Not Supported
	- 
	-

	CE Counter (ecnrous/cecount, 0x010b/0x0002)
	Not Supported
	-
	-

	ECT0 Counter (ecnrous/ectzero, 0x010b/0x0003)
	Not Supported
	-
	-

	ECT1 Counter (ecnrous/ectone, 0x010b/0x0004)
	Not Supported
	-
	-

	Not-ECT Counter (ecnrous/notect, 0x010b/0x0005)
	Not Supported
	-
	-

	Lost Packets Counter (ecnrous/lost 0x010b/0x0006)
	Not Supported
	-
	-

	Extended Highest Sequence number (ecnrous/ehsn, 0x010b/0x0007)
	Not Supported
	-
	-

	Duplication Counter (ecnrous/dup, 0x010b/0x0008)
	Not Supported
	-
	-

	Error Codes
	Mandatory/Optional

	None
	-

	NOTE:
Application Specific Rate Adaptation shall be applied in accordance with 3GPP TS 26.114 [41]. For speech this requires support of CMR and TMMBR for video.
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