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* * * First Change * * * *

7.1
3GPP specific AVP codes

The 3GPP specific AVPs have the Vendor-Specific bit ('V' bit) set in the AVP header and they carry the 3GPP’s vendor identifier in the Vendor-ID field of the AVP header. The 3GPP specific AVP codes are presented in the following table.  

Table 7.1: 3GPP specific AVP codes 

	AVP Code
	Attribute Name
	Data Type
	Specified in the 3GPP TS 


************ This part of the table is not shown here for clarity. ***************
	2900
	reserved
	-
	29.219 [26]

	2901
	Policy-Counter-Identifier
	Grouped
	

	2902
	Policy-Counter-Status
	UTF8String
	

	2903
	Policy-Counter-Status-Report
	Grouped
	

	2904
	SL-Request-Type
	Enumerated
	

	Note: The AVP codes from 2905 to 2999 are reserved for TS 29.219

	3000
	reserved
	-
	29.368 [27]

	3001
	Device-Action
	Grouped
	

	3002
	Device-Notification
	Grouped
	

	3003
	Trigger-Data
	Grouped
	

	3004
	Payload
	OctetString
	

	3005
	Action-Type
	Enumerated
	

	3006
	Priority-Indication
	Enumerated
	

	3007
	Reference-Number
	Unsigned32
	

	3008
	Request-Status
	Enumerated
	

	3009
	Delivery-Outcome
	Enumerated
	

	Note: The AVP codes from 3010 to 3099 are reserved for TS 29.368

	3100
	Reserved
	-
	29.336 [28]

	Note: The AVP codes from 3101 to 3199 are reserved for TS 29.336


************ The other part of the table is not shown here for clarity. ***************
* * * End of Changes * * * *
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