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* * * First Change * * * *
9.1.3.4.2
Warning Message Delivery Procedure

The warning message to be broadcast is delivered via MMEs to multiple eNodeBs. The eNodeB(s) are responsible for scheduling the broadcast of the new message and the repetitions in each cell.

The overall warning message delivery procedure is presented in figure 9.1.3.4.2-1:




[image: image2.emf] 

2.  Write - Replace Warning Request  

1. Emergency Broadcast Request  

4 .  Emergency Broadcast Response  

3 .  Write - Replace Warning Confirm  

CBC  

      0. Registration   procedures  

9 . Record success/failure of  message delivery in  trace  record  

7. User  Alerting   

6. Cell Broadcast delivery   

5 .  Write - Replace Warning Request  

8 .  Write - Replace Warning  Indication  

UE  

CBE  

eNodeB   MME  

6 .  Write - Replace Warning Response  


Figure 9.1.3.4.2-1: Warning message delivery procedure in E-UTRAN

1.
CBE (e.g. Information Source such as PSAP or Regulator) sends emergency information (e.g. "warning type", "warning message", "impacted area", "time period") to the CBC. The CBC shall authenticate this request.

2.
Using the "impacted area" information, the CBC identifies which MMEs need to be contacted and determines the information to be place into the Warning Area Information Element. The CBC sends a Write-Replace Warning Request message containing the warning message to be broadcast and the delivery attributes (Message identifier, Serial Number, Tracking Area ID list, Warning Area, OMC ID, CWM Indicator, Send Write-Replace-Warning-Indication) to MMEs.


The warning messages use the coding scheme for CBS data specified in 3GPP TS 23.038 [3].

The Tracking Area ID list is only used by the MME. The MME uses it for selecting which eNodeBs to forward the Write-Replace Warning Request message to.


The Warning Area shall be a list of Cell IDs and/or a list of TAIs and/or one or more Emergency Area IDs. The Warning Area is only used by the eNodeB. The eNodeB is configured with the TAI(s) and Cell ID(s) it serves and the Emergency Area ID(s) that it belongs to. The eNodeB checks for any match of the contents of the Warning Area with these IDs to identify the cells where to distribute the warning message. The Warning Area is an optional information element. If the Warning Area is absent, it shall be interpreted as "all cells on the eNodeB". The number of cell IDs will be limited by the message size on SBc and S1-MME. An Emergency Area ID is unique within the PLMN.

The message may include an OMC ID. If present, it indicates the OMC to which the Trace record generated in step 9 is destined. Co-location of that OMC with the CBC is an operator option.


CBC shall set the Concurrent Warning Message (CWM) indicator in all Write-Replace Warning Request messages, if the PLMN supports concurrent warning message broadcasts.
CBC shall set the Send Write-Replace-Warning Indication element in case the MME is requested to forward the Broadcast Scheduled Area List in a Write-Replace Warning Indication for the warning message.
NOTE 2:
Due to requirements in earlier versions of the specification, it is possible that "digital signature" and "timestamp" information are transmitted within the "warning message".
3.
The MME sends a Write-Replace Warning Confirm message that indicates to the CBC that the MME has started to distribute the warning message to eNodeBs.


If this message is not received by the CBC within an appropriate time period, the CBC can attempt to deliver the warning message via another MME in the same pool area.

4.
Upon reception of the Write-Replace Confirm messages from the MMEs, the CBC may confirm to the CBE that it has started to distribute the warning message.

5.
The MME forwards Write-Replace Warning Message Request to eNodeBs. The MME shall use the Tracking Area ID list to determine the eNodeBs in the delivery area. If the Tracking Area ID list is empty the message is forwarded to all eNodeBs that are connected to the MME.

6.
When S1-flex is used the eNodeB may receive same message from multiple MMEs. The eNodeB detects duplicate messages by checking the message identifier and serial number fields within the warning message. If any redundant messages are detected only the first one received will be broadcasted by the cells. The eNodeB shall use the Warning Area information to determine the cell(s) in which the message is to be broadcast. The eNodeBs return a Distribute Warning Message Response to the MME, even if it was a duplicate.


If there is a warning broadcast message already ongoing and the CWM Indicator is included in the Write-Replace Warning Message Request, the eNodeB does not stop existing broadcast message but start broadcasting the new message concurrently. Otherwise the eNodeB shall immediately replace the existing broadcast message with the newer one.

NOTE 3:
If concurrent warning messages are not supported, this requires the CBE/CBC to take care that 'lower' priority warnings are not sent while a higher priority warning is still being sent.


The eNodeB broadcasts the message frequently according to the attributes set by the CBC that originated the warning message distribution.

7.
If the UE has been configured to receive warning messages, and the UE has authenticated the core network of the eNodeB it is camped on, then the UE proceeds as follows:


The UE can use "warning type" values, 'earthquake', 'tsunami' or 'earthquake and tsunami', immediately to alert the user. When "warning type" is 'test', the UE silently discards the primary notification, but the UE specially designed for testing purposes may proceed with the following procedures.


The UE activates reception of the broadcast messages containing the "warning message".


The UE indicates the contents of the "warning message" to the user.
8.
If the Send Warning-Message-Indication parameter was present in the Write-Replace Warning Request and it is configured in the MME based on operator policy, the MME shall forward the Broadcast Scheduled Area Lists in a Write-Replace Warning Indication(s) to the CBC. The Broadcast Scheduled Area List shall contain the Broadcast Completed Area List the MME has received from the eNodeB. The MME may aggregate Broadcast Completed Area Lists it receives from eNodeBs.
NOTE 4: Support for sending of Write-Replace Warning Indication(s) to the CBC is optional in the MME.
9. 
From the Write-Replace Warning Response messages returned by eNodeB's the MME determines the success or failure of the delivery and creates a trace record. Any OMC ID received in step 2 is written to the trace record to permit the O&M system to deliver them to the desired destination.

* * * Next Change * * * *

9.2
Requirements on the CBC-RAN and CBC-MME interfaces

The requirements are described by primitives. The term primitive is used to indicate "an abstract, implementation independent interaction between a service user and a service provider" (see ITU-T Recommendation X.210 [12]). For the CBC-BSC/RNC/MME interface, the service provider would be the protocol interconnecting CBC and BSC/RNC/MME. A Primitive may therefore be viewed as an abstract, implementation independent request/indication or response/confirm interaction between the service user (CBC or BSC/RNC/MME) and the service provider (protocol). A set of primitives for use between the CBC and BSC/RNC/MME is specified appropriate to the functionality assigned to the CBC and BSC/RNC in clause 5 and clause 6. In order to allow future extensions to the primitives, where possible a primitive shall not be rejected because a parameter is not recognized; the recipient shall ignore the parameter in question and process the remainder of the primitive's parameters as usual.
The following table gives an overview over the existing primitives:

	Name
	Originator
	Type
	Reference

	WRITE-REPLACE
	CBC
	Request/Indication
	9.2.2

	KILL
	CBC
	Request/Indication
	9.2.3

	REPORT
	BSC/RNC
	Response/Confirm
	9.2.4

	STATUS-LOAD-QUERY
	CBC
	Request/Indication
	9.2.5

	STATUS-LOAD-QUERY
	BSC/RNC
	Response/Confirm
	9.2.6

	STATUS-MESSAGE-QUERY
	CBC
	Request/Indication
	9.2.7

	STATUS-MESSAGE-QUERY
	BSC/RNC
	Response/Confirm
	9.2.8

	REJECT
	BSC/RNC
	Response/Confirm
	9.2.9

	RESTART-INDICATION
	BSC/RNC
	Request/Indication
	9.2.10

	RESET
	CBC
	Request/Indication
	9.2.11

	FAILURE-INDICATION
	BSC/RNC
	Request/Indication
	9.2.12

	SET-DRX
	CBC
	Request/Indication
	9.2.13

	SET-DRX-REPORT
	BSC
	Response/Confirm
	9.2.14

	CAPACITY-INDICATION
	RNC
	Request/Indication
	9.2.15

	WRITE-REPLACE-WARNING-REQUEST
	CBC
	Request/Indication
	9.2.16

	WRITE-REPLACE-WARNING-CONFIRM
	MME
	Response/Confirm
	9.2.17

	STOP-WARNING-REQUEST
	CBC
	Request/Indication
	9.2.18

	STOP-WARNING-CONFIRM
	MME
	Response/Confirm
	9.2.19

	WRITE-REPLACE-WARNING-INDICATION
	MME
	Request/Indication
	9.2.20


In GSM the CBC is integrated into the Core Network. The protocol between the CBC and BSC is defined in 3GPP TS 48.049 [30].

In UMTS the CBC is integrated into the Core Network. The protocol between the CBC and RNC is defined in 3GPP TS 25.419 [29].

In E-UTRAN the CBC is integrated into the Core Network. The protocol between the CBC and MME is defined in 3GPP TS 29.168 [35].

NOTE:
In the following definitions, M indicates "mandatory parameter", O indicates "optional parameter" and C indicates "conditional parameter".

* * * Next Change * * * *

9.2.16
WRITE-REPLACE-WARNING-REQUEST Request/Indication

	PARAMETER
	REFERENCE
	PRESENCE

	Message Type
	9.3.28
	M

	Message Identifier
	9.3.1
	M

	Serial-Number
	9.3.3
	M

	List of TAIs
	9.3.29
	O

	Warning Area List
	9.3.30
	O

	Repetition-Period E-UTRAN
	9.3.36
	M 

	Extended Repetition-Period
	9.3.37
	O

	No-of-Broadcasts-Requested
	9.3.9
	M 

	Warning-Type
	9.3.24
	O 

	Warning-Security-Information
	9.3.25
	O 

	Data Coding Scheme
	9.3.18
	O

	Warning Message Content E-UTRAN
	9.3.35
	O

	OMC ID
	9.3.31
	O

	Concurrent Warning Message Indicator
	9.3.32
	O

	Send Write-Replace-Warning-Indication
	9.3.39
	O


This primitive is sent by the CBC to the MME to request start or overwrite of a warning message broadcast and is responded to by the MME in a WRITE-REPLACE-WARNING-CONFIRM response.

* * * Next Change * * * *

9.2.20
WRITE-REPLACE-WARNING-INDICATION Request/Indication

	PARAMETER
	REFERENCE
	PRESENCE

	Message Type
	9.3.28
	M

	Message Identifier
	9.3.1
	M

	Serial-Number
	9.3.3
	M

	Broadcast Scheduled Area List
	9.3.40
	O


This Indication is sent by the MME to report to the CBC the Broadcast Scheduled Area List(s) the MME has received from the eNodeB(s) as Broadcast Completed Area List. Multiple responses from eNodeBs may be combined in a Broadcast Scheduled Area List.

The Broadcast Scheduled Area List IE is not included in the WRITE-REPLACE WARNING INDICATION when the broadcast is unsuccessful in all the cells within the eNodeBs. 
* * * Next Change * * * *

9.3.39
Send Write-Replace-Warning-Indication
This parameter is applicable for E-UTRAN only.
The Send Write-Replace-Warning-Indication IE indicates to the MME that the MME shall send the WRITE-REPLACE WARNING INDICATION to the CBC for the warning message. This element is an enumerated type; see 3GPP TS 29.168 [35].
* * * Next Change * * * *

9.3.40
Broadcast Scheduled Area List

This parameter is applicable for E-UTRAN only.

The Broadcast Scheduled Area List IE indicates the areas where initiation of a broadcast was performed successfully. A Broadcast Scheduled Area List is received by the MME from an eNodeB as Broadcast Completed Area List; see 3GPP TS 36.413 [36].

* * * End of Changes * * * *

_1394869701.doc


6. Write-Replace Warning Response







5. Write-Replace Warning Request







6. Cell Broadcast delivery 







7. User Alerting 







8. Record success/failure of message delivery in trace record







     0. Registration procedures







MME







CBC







3. Write-Replace Warning Confirm







4. Emergency Broadcast Response







1. Emergency Broadcast Request







CBE







2. Write-Replace Warning Request







UE







eNodeB












_1410767816.doc


8. Write-Replace Warning Indication







5. Write-Replace Warning Request







6. Cell Broadcast delivery 







7. User Alerting 







9. Record success/failure of message delivery in trace record







     0. Registration procedures







MME







CBC







3. Write-Replace Warning Confirm







4. Emergency Broadcast Response







1. Emergency Broadcast Request







CBE







2. Write-Replace Warning Request







UE







eNodeB







6. Write-Replace Warning Response












