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	TSs_and_TRs

	580001
	Stage 3 for IMS Telepresence
	IMS_TELEP
	C1,C3
	07/03/2014
	0%
	CP-120906
	Huawei
	This feature does not introduce any changes to the IMS architecture, and no stage 2 impacts are identified
	Stage 3

	580002
	TR on Stage 3 for IMS Telepresence
	IMS_TELEP
	C1
	06/12/2013
	0%
	CP-120906
	Huawei
	-
	New TR 24.803

	580003
	CT1 part of Stage 3 for IMS Telepresence
	IMS_TELEP
	C1
	07/03/2014
	0%
	CP-120906
	Huawei
	-
	24.147, 24.166, 24.229

	580004
	CT3 part of Stage 3 for IMS Telepresence
	IMS_TELEP
	C3
	07/03/2014
	0%
	CP-120906
	Huawei
	-
	29.165

	580005
	CT aspects of Extended IMS media plane security features (Stage 2/3)
	eMEDIASEC-CT
	C4,C1,C3
	11/12/2013
	0%
	CP-120759
	Alcatel-Lucent
	Stage 2/3
	Stage 2/3

	580006
	CT4 part of CT aspects of Extended IMS media plane security features
	eMEDIASEC-CT
	C4
	11/12/2013
	0%
	CP-120759
	Alcatel-Lucent
	-
	23.334, 29.334, 29.238, 23.333, 29.333

	580007
	CT1 part of CT aspects of Extended IMS media plane security features
	eMEDIASEC-CT
	C1
	11/12/2013
	0%
	CP-120759
	Alcatel-Lucent
	-
	23.218, 24.147, 24.229, 24.247

	580008
	CT3 part of CT aspects of Extended IMS media plane security features
	eMEDIASEC-CT
	C3
	11/12/2013
	0%
	CP-120759
	Alcatel-Lucent
	-
	29.162

	580009
	Reporting Enhancements in Warning Message Delivery (Stage 2/3)
	REP_WMD
	C1,C4,R3
	01/03/2013
	7%
	CP-120701
	one2many
	Stage 1 for Cell Broadcast does not exist. This WID enhances the reporting capabilities of Warning Message Delivery. Introduce LTE functionality requested by regulators, equivalent to existing 2G/3G functionality.  
	Stage 2/3

	580010
	CT1 part of Reporting Enhancements in Warning Message Delivery (Stage 2)
	REP_WMD
	C1
	01/03/2013
	20%
	CP-120701
	one2many
	-
	23.041

	580011
	CT4 part of Reporting Enhancements in Warning Message Delivery (Stage 3)
	REP_WMD
	C4
	01/03/2013
	0%
	CP-120701
	one2many
	-
	29.168

	580012
	SRVCC before ringing
	bSRVCC
	C1
	01/03/2013
	0%
	CP-120707
	NTT DOCOMO
	Stage 3. Linked to Rel-8 Feature IMS Service Continuity (IMS-Cont) UID_390056. TS 23.237 Rel-12 CR#0444 under TEI12
	24.008, 24.237

	580013
	IMS Stage 3 IETF Protocol Alignment - phase 6
	IMSProtoc6
	C1,C3
	06/06/2014
	0%
	CP-120905
	Alcatel-Lucent
	-
	Stage 3

	580014
	CT1 part of IMS Stage 3 IETF Protocol Alignment - phase 6
	IMSProtoc6
	C1
	06/06/2014
	0%
	CP-120905
	Alcatel-Lucent
	-
	23.218, 24.229, 24.930

	580015
	CT3 part of IMS Stage 3 IETF Protocol Alignment - phase 6
	IMSProtoc6
	C3
	06/06/2014
	0%
	CP-120905
	Alcatel-Lucent
	-
	29.163, 29.165

	580016
	SAE Protocol Development - Phase 3
	SAES3
	C1
	13/06/2014
	0%
	CP-120704
	InterDigital
	Stage 3 continuation of Rel-8 Feature SAES (3GPP System Architecture Evolution Specification - Evolved Packet System) UID_320005
	Stage 2/3

	580017
	SAE Protocol Development (Stage 3) - Phase 3
	SAES3
	C1
	13/06/2014
	0%
	CP-120704
	InterDigital
	-
	24.008, 24.167, 24.229, 24.301, 24.302, 24.303, 24.304, 24.305, 24.312, 29.018, 29.118

	580018
	CS Fallback in EPS - Phase 3
	SAES3-CSFB
	C1
	13/06/2014
	0%
	CP-120704
	InterDigital
	-
	23.122, 24.008, 24.167, 24.229, 24.301, 24.302, 24.303, 24.304, 24.305, 24.312, 29.018, 29.118

	580019
	SAE for support for non-3GPP accesses - Phase 3
	SAES3-non3GPP
	C1
	13/06/2014
	0%
	CP-120704
	InterDigital
	-
	23.122, 24.008, 24.167, 24.229, 24.301, 24.302, 24.303, 24.304, 24.305, 24.312, 29.018, 29.118

	580020
	IM-SSF Application Server Service Data Descriptions (Stage 2/3)
	IMS_SSFDD
	C4,C1
	14/06/2013
	25%
	CP-120756
	Huawei
	Linked to Rel-8 Feature IMS Application Server Service Data Descriptions for AS interoperability (IMS_ASIO) UID_410003. Add new services to be described for AS Interoperability
	Stage 2/3

	580021
	Stage 2 for IM-SSF Application Server Service Data Descriptions
	IMS_SSFDD
	C1
	14/06/2013
	50%
	CP-120756
	Huawei
	-
	23.218

	580022
	Stage 3 for IM-SSF Application Server Service Data Descriptions
	IMS_SSFDD
	C4
	14/06/2013
	0%
	CP-120756
	Huawei
	-
	29.328, 29.329, 29.364

	580023
	Diameter based interface between SGSN and SMS central functions (Stage 3)
	Dia_SGSN_SMS
	C4
	13/09/2013
	0%
	CP-120757
	Alcatel-Lucent
	No Stage 2 impact. Define a Diameter variant for the protocol used over the existing Gd reference point between SGSN and central SMS functions (SMS-GMSC, SMS-IWMSC, SMS Router)
	29.002, 29.272, 29.305, 29.336, 29.337, 29.338

	580024
	Diameter based interface between SGSN-GMLC (Stage 3)
	Dia-SGSN_GMLC
	C4
	13/09/2013
	0%
	CP-120909
	Cisco
	No Stage 2 impact. Define a Diameter variant for the protocol used over existing reference points between SGSN and GMLC for LCS (replace the use of MAP by Diameter protocol)
	29.002, 29.172, 29.173, 29.272
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	580025
	Study on Indication of NNI Routeing scenarios in SIP requests
	FS_NNI_RS
	C1
	13/09/2013
	CP-120907
	Ericsson
	-
	TR 24.802

	580026
	Study on Diameter Overload Control Mechanisms
	FS_DOCME
	C4
	13/09/2013
	CP-120908
	Orange
	Triggered by Rel-12 TR 23.843 Study on Core Network Overload solutions (FS_CNO) UID_490036
	TR 29.809


