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9.1b
Report network error codes +CNEC
Table 9.1b-1: +CNEC parameter command syntax

	Command
	Possible response(s)

	+CNEC=[<n>]
	

	+CNEC?
	+CNEC: <n>

	+CNEC=?
	+CNEC: (list of supported <n>s)


Description
The command activates or deactivates unsolicited reporting of error codes sent by the network. When activated, based on the setting of <n>, the ME will report CS mobility management, GPRS mobility management, GPRS session management, EPS mobility management and EPS session management related error codes sent by the network. The following unsolicited result codes can be reported:
-
+CNEC_MM: <error_code>


CS Mobility Management
-
+CNEC_GMM: <error_code>


GPRS Mobility Management
-
+CNEC_GSM: <error_code>[,<cid>]
GPRS Session Management
-
+CNEC_EMM: <error_code>[,<cid>]
EPS Mobility Management
-
+CNEC_ESM: <error_code>[,<cid>]
EPS Session Management
The parameter <n> is specified as a sum of integers, each representing the category of error codes that the MT is interested in receiving.
The read command returns the current setting of <n>.

Test command returns the supported values as a compound value.
Parameters
<n>: integer type. The parameter is a sum of integers each representing a certain category of error codes. The value consists of the sum of the individual values for <n> for the required unsolicited result codes.
0
Disable unsolicited error reporting
1
Enable unsolicited result code +CNEC_MM to report CS mobility management errors coded as specified in 3GPP TS 24.008 [8] Table 10.5.95/3GPP TS 24.008
2
Enable unsolicited result code +CNEC_GMM to report GPRS mobility management errors coded as specified in 3GPP TS 24.008 [8] Table 10.5.147/3GPP TS 24.008
4
Enable unsolicited result code +CNEC_GSM to report GPRS session management errors coded as specified in 3GPP TS 24.008 [8] Table 10.5.157/3GPP TS 24.008
8
Enable unsolicited result code +CNEC_EMM to report EPS mobility management errors coded as specified in 3GPP TS 24.301 [83] Table 9.9.3.9.1
16
Enable unsolicited result code +CNEC_ESM to report EPS session management errors coded as specified in 3GPP TS 24.301 [83] Table 9.9.4.4.1
· NOTE:
The sequence of entering +CNEC=1, followed by +CNEC=4 does not yield the same result as +CNEC=5, as +CNEC=4 overwrites the previous setting.
Example:
If the MT wants to receive only CS mobility management errors, then <n>=1 must be specified.


AT+CNEC=1
If the MT wants to receive CS mobility management errors and GPRS session management errors, then <n>=5 must be specified (1 for enabling CS mobility management error and 4 for enabling GPRS session management error).

AT+CNEC=5
To enable reporting of all error codes, then <n>=31 must be specified (equals 1+2+4+8+16).
AT+CNEC=31

<error_code>: integer type. Error codes as appropriate according to:

3GPP TS 24.008 [8] Table 10.5.95/3GPP TS 24.008 for CS mobility management errors codes
3GPP TS 24.008 [8] Table 10.5.147/3GPP TS 24.008 for GPRS mobility management errors codes
3GPP TS 24.008 [8] Table 10.5.157/3GPP TS 24.008 for GPRS session management errors codes
3GPP TS 24.301 [83] Table 9.9.3.9.1 for EPS mobility management errors codes
3GPP TS 24.301 [83] Table 9.9.4.4.1 for EPS session management errors codes.
<cid>: integer type. Specifies a particular PDP context definition.

Implementation
Optional.
***   Next Change   ****

Annex B (normative):
Summary of result codes

ITU‑T Recommendation V.250 [14] result codes which can be used in GSM/UMTS and result codes defined in the present document:

Table B.1: Result codes

	Verbose result code

(V.250 command V1 set)
	Numeric

(V0 set)
	Type
	Description

	+CACSP
	as verbose
	unsolicited
	refer subclause 11.1.7

	+CALV
	as verbose
	unsolicited
	refer subclause 8.16

	+CANCHEV
	as verbose
	unsolicited
	refer subclause 11.1.8

	+CAPTT
	as verbose
	unsolicited
	refer subclause 11.1.4

	+CAULEV
	as verbose
	unsolicited
	refer subclause 11.1.5

	+CBCAP
	as verbose
	unsolicited
	refer subclause 8.59

	+CBCHG
	as verbose
	unsolicited
	refer subclause 8.61

	+CBCON
	as verbose
	unsolicited
	refer subclause 8.60

	+CCCM
	as verbose
	unsolicited
	refer subclause 7.16 

	+CCWA
	as verbose
	unsolicited
	refer subclause 7.12

	+CCWV
	as verbose
	unsolicited
	refer subclause 8.28

	+CDEV
	as verbose
	unsolicited
	refer subclause 8.10

	+CDIP
	as verbose
	unsolicited
	refer subclause 7.9

	+CDUU
	as verbose
	unsolicited
	refer subclause 13.2.1

	+CEPTT
	as verbose
	unsolicited
	refer subclause 11.1.10 

	+CEREG
	as verbose
	unsolicited
	refer subclause 10.1.22

	+CPNERU
	as verbose
	unsolicited
	refer subclause 8.70

	+CGDEL
	as verbose
	intermediate
	refer subclause 10.1.29

	+CGEV
	as verbose
	unsolicited
	refer subclause 10.1.19

	+CGREG
	as verbose
	unsolicited
	refer subclause 10.1.20

	+CHSR
	as verbose
	intermediate
	refer subclause 6.16

	+CIEV
	as verbose
	unsolicited
	refer subclause 8.10

	+CIREGU
	as verbose
	unsolicited
	refer subclause 8.71

	+CIREPH
	as verbose
	unsolicited
	refer subclause 8.64

	+CIREPI
	as verbose
	unsolicited
	refer subclause 8.64

	+CKEV
	as verbose
	unsolicited
	refer subclause 8.10

	+CLAV
	as verbose
	unsolicited
	refer subclause 8.31

	+CLIP
	as verbose
	unsolicited
	refer subclause 7.6

	+CMCCSI
	as verbose
	unsolicited
	refer subclause 7.73

	+CMCCSSx
	as verbose
	unsolicited
	refer subclause 7.74

	+CMCCSSEND
	as verbose
	unsolicited
	refer subclause 7.74

	+CME ERROR
	as verbose
	final
	refer subclause 9.2.0

	+CMOLRE
	as verbose
	unsolicited
	refer subclause 9.3.1

	+CMOLRG
	as verbose
	unsolicited
	refer subclause 8.50

	+CMOLRN
	as verbose
	unsolicited
	refer subclause 8.50

	+CMTLR
	as verbose
	unsolicited
	refer subclause 8.57

	+CNAP
	as verbose
	intermediate

unsolicited
	refer subclause 7.30

	+CNEC_MM
	as verbose
	unsolicited
	refer subclause 9.1b

	+CNEC_GMM
	as verbose
	unsolicited
	refer subclause 9.1b

	+CNEC_GSM
	as verbose
	unsolicited
	refer subclause 9.1b

	+CNEC_EMM
	as verbose
	unsolicited
	refer subclause 9.1b

	+CNEC_ESM
	as verbose
	unsolicited
	refer subclause 9.1b

	+CNEMIU
	as verbose
	unsolicited
	refer subclause 7.33

	+CNEMS1
	as verbose
	unsolicited
	refer subclause 7.33

	+COEV
	as verbose
	unsolicited
	refer subclause 8.10

	+COLP
	as verbose
	intermediate
	refer subclause 7.8

	+CPOSR
	as verbose
	unsolicited
	refer subclause 8.56

	+CPNSTAT
	as verbose
	unsolicited
	refer subclause 7.28

	+CPSB
	as verbose
	unsolicited
	refer subclause 7.29

	+CR
	as verbose
	intermediate
	refer subclause 6.9

	+CREG
	as verbose
	unsolicited
	refer subclause 7.2

	+CRING
	as verbose
	unsolicited
	refer subclause 6.11

	+CSCON
	as verbose
	unsolicited
	refer subclause 10.1.30

	+CSSI
	as verbose
	intermediate
	refer subclause 7.17

	+CSSU
	as verbose
	unsolicited
	refer subclause 7.17

	+CTEV
	as verbose
	unsolicited
	refer subclause 8.10

	+CTZE
	as verbose
	unsolicited
	refer subclause 8.41

	+CTZV
	as verbose
	unsolicited
	refer subclause 8.41

	+CUSATEND
	as verbose
	unsolicited
	refer subclause 12.2.4

	+CUSATP
	as verbose
	unsolicited
	refer subclause 12.2.4

	+CUSATS
	as verbose
	unsolicited
	refer subclause 12.2.3

	+CUSD
	as verbose
	unsolicited
	refer subclause 7.15

	+CUUS1I
	as verbose
	intermediate
	refer subclause 7.26

	+CUUS1U
	as verbose
	unsolicited
	refer subclause 7.26

	+DR
	as verbose
	intermediate
	refer subclause 6.26

	+ILRR
	as verbose
	intermediate
	refer subclause 4.3

	BUSY
	7
	final
	busy signal detected

	CONNECT
	1
	intermediate
	connection has been established

	CONNECT <text>
	manufacturer specific
	intermediate
	as CONNECT but manufacturer specific <text> gives additional information (e.g. connection data rate)

	ERROR
	4
	final
	command not accepted

	NO ANSWER
	8
	final
	connection completion timeout

	NO CARRIER
	3
	final
	connection terminated

	NO DIALTONE
	6
	final
	no dialtone detected

	OK
	0
	final
	acknowledges execution of a command line

	RING
	2
	unsolicited
	incoming call signal from network

	NOTE:
From v6.2.0 onwards, ATV0 numeric result codes 5, 6, 7 for NO DIALTONE, BUSY and NO ANSWER respectively, have been replaced by numeric result codes 6, 7, 8 respectively, to be aligned with the values listed in ITU-T Recommendation V.250 [14] (previously V.25ter).


NOTE:
The table B.1 is as an overview of the result codes, hence the complete syntax of the result codes is not shown.
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